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De innovatieve centrales van de VESTA 

alarmsystemen bieden een hoog beveiligingsniveau, 

evenals de nieuwste communicatietechnologieën 

(Ethernet en 2G/4G). Ze hebben een breed scala 

aan devices voor het systeem en daarnaast bevatten 

sommige centrales de Z-Wave module, waarmee 

domotica en IoT elementen kunnen worden 

aangesloten, evenals integratie met Alexa of Google 

Home/Assistant.

MAAK JE HUIS, 
WINKEL OF 
KANTOOR
VEILIG EN 
SLIM

Exclusieve F1 
technologie voor meer 
stabiliteit

Keuze uit Ethernet, 2G, 
4G of Wi-Fi verbinding, 
optioneel Lorawan

Integratie met IoT 
devices dankzij 
Z-Wave en ZigBee

Draadloos bereik tot 
maar liefst twee km

EN50131 Grade 2 en 
Grade 3 certificaat

Spraakbediening met 
Alexa of Google Home/ 
Assistant

Gemiddelde 
programmeertijd van 10 
minuten

Integratie met IP 
camera analyse

SHS: Beveiliging en 
domotica in dezelfde 
app

INDEX
Z-WAVE COMPATIBELE 
FABRIKANTEN

ZIGBEE COMPATIBELE 
FABRIKANTEN



MEER COMFORT EN BETERE 
ERVARING DANKZIJ ZIJN 
KENMERKEN

•	Draadloos met een bereik tot 2 km

•	Exclusieve F1 technologie, voor meer 

stabiliteit

•	Grade 2 en Grade 3 certificaat (hybride 

centrales)

•	Ethernet verbinding, 2G of 4G en optioneel 

LoraWan of Wi-Fi

•	Tot 320 zones in het systeem

•	8 partities en twee types inschakeling 

per partitie: VOLLEDIG INSCHAKELEN en 

THUIS INSCHAKELEN

•	Integratie met de beste fabrikanten van 

domotica en IoT devices via Z-Wave en 

ZigBee protocollen

•	Integratie met Alexa, Google Home/

Assistant of Apple Home Kit, voor spraak- 

en domotica bediening

•	Gemiddelde programmering van 10 minuten

•	Energiebesparende bediening

•	Zonetoewijzing aan elke detector (direct of 

vertraagd)

•	Creëren van scenario’s (wanneer het 

systeem is in- of uitgeschakeld is zijn er 

andere acties geactiveerd zoals het aan- en 

uitzetten van de televisie, net aan- uitzetten 

van de lichten, enz.)

•	Volledige bediening en 24/7 functionaliteit via 

cloud en app

DE MEEST 
KRACHTIGE 
STANDALONE 
CENTRALE

De VESTA Grade 2, 100% op 

batterijen werkende standalone 

centrale is de grote lancering van het 

revolutionaire inbraakmerk VESTA, 

ontworpen voor toepassingen die geen 

stroomaansluiting of internettoegang 

hebben.

Zo is het mogelijk om ruimtes met 

beperkte connectiviteit efficient te 

beschermen, een volledig autonome 

en draadloze oplossing op batterijen. 

Het is een ideaal alarm voor gebouwen 

in aanbouw, boten, garageboxen...

•	Geen externe voeding of router nodig

•	2G en 4G LTE communicatieflexibiliteit

•	Levensduur van de batterij één jaar en 

twee maanden

•	Tot 50 draadloze zones met een bereik 

tussen device en centrale tot 2 km

•	Werkt met meer dan 60 F1 devices

•	Ondersteunt binnen en buiten 

PIRCAMS

•	Ondersteunt rookmelders en water 

sensoren

•	Ondersteunt temperatuur sensoren met 

de mogelijkheid om limieten in te stellen

•	Volledige configuratie via het ingebouwde 

toetsenbord met LCD scherm

•	Plan automatisch in-/ uitschakelen 

per kalender

•	Ingebouwde 100dB sirene met de 

mogelijkheid om F1 sirenes toe te voegen

•	Comfort en flexibiliteit in 

communicatiemethoden naar meldkamer

•	Mogelijkheid om toegang op afstand tot 

meldkamer voor tests per kwartaal

•	Grade 2 certificaat
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LoRa dongle

HSGW

DE MEEST
COMPLETE 
HYBRIDE CENTRALE

VESTA’s Grade 3 hybride centrale 

is de belangrijkste lancering van 

het revolutionaire inbraakmerk, met 

geavanceerde automatiseringsfuncties. 

Het is ideaal voor grote bedrijven of 

industriële faciliteiten die een hoge 

mate van bescherming en beveiliging 

vereisen.

Maakt bedrade zones en draadloos 

F1 mogelijk met verbinding richting 

meldkamer via IP en GPRS. Het 

werkt met Z-Wave Plus en Zigbee voor 

automatische controle van uw installatie 

en integratie met andere fabrikanten. 

Het biedt automatiseringsfuncties en 

geavanceerd domoticabeheer.

•	Werkt met bedrade zones en 

draadloze F1 zones (320 zones in 

totaal)

•	Automatiseringsfuncties en 

geavanceerd domoticabeheer

•	IP module, 2G/4G LTE en/of WiFi

•	Totale programmering vanaf het web en 

de SmartHomeSec app in minder dan 

10 minuten

•	Bedradings flexibiliteit en selectie van 

weerstandswaarden voor elke zone

•	Werkt met +40 Z-Wave Plus en Zigbee 

devices

•	Werkt met meer dan 60 F1 devices

•	Ondersteunt binnen en buiten 

PIRCAMS

•	Integratie met IP camera’s

•	Programmering van maximaal 100 

automatiseringsregels (automatische 

irrigatie, aanwezigheidssimulatie, 

bediening van ieder device via kalenders, 

automatisch inschakelen, enz.)

•	Comfort en flexibiliteit in de 

communicatiemethoden van 

gebeurtenissen en foto’s

•	Grade 3 Certificaat

LORAWAN: HET DERDE 
COMMUNICATIEKANAAL IN VESTA CENTRALES

BUS-DEVICES VOOR HYBRIDE 
CENTRALES

•	Hoge tolerantie voor interferentie (ideaal in industriële omgevingen)

•	Hoge gevoeligheid om gegevens te ontvangen (voor plaatsen met een slechte 

verbinding met conventionele GPRS/LTE-routes)

•	Zeer laag verbruik

•	Lange afstand 10 tot 20 km

•	Ecosysteem met meer dan 21.000 LoRaWAN transceivers over de hele wereld

•	Gratis verbinding

•	Binnen PIRCAM via BUS (EN50131, Grade 2)

•	Buiten PIRCAM via BUS

•	Binnen PIRCAM via BUS (EN50131, Grade 3)

•	4-uitgangsmodule via BUS

•	BUS versterker en isolator

•	Binnen PIR via BUS (EN50131 Grade 2)

•	Sirene via BUS

•	BUS bedienpaneel

VOLLEDIGE CONTROLE 
OVER SLECHTS 2 DRADEN

Monitoring 

Alarmsignaal 

Tamper 

Gevoeligheidsaanpassing

VEREENVOUDIGDE 
BEDRADING

MEER VEILIGE 
COMMUNICATIE

Afstand 10 tot 20 km



VESTA’S 
DRAADLOZE 

ROOKGENERATOR

•	Module via draadloos signaal en in/

uitgang van geïntegreerde relais

•	Integratie van sirene met tamper

•	Standaard incl. een volledige 

rookpatroon

•	Verzadigingscapaciteit van 150 m³ in 30 

seconden

•	Activering volgens toegewezen regels

•	Magnetische sprong + PIR, magnetische 

+ 2 PIR, enz.

•	Werkt op batterijen, met een 

levensduur tot 4 jaar

•	De gegenereerde rook is gecertificeerd 

als niet-toxisch en bij elk schot moet de 

interne patroon worden vervangen

•	Activering door geverifieerd alarm en 

mogelijkheid tot activering vanuit 

Meldkamer of SmartHomeSec App

•	Beschikbaarheid van (na) vulpatronen 

met minder capaciteit voor een demo

Volledige controle van OPTEX-sensoren	

VESTA en OPTEX zijn reeds geïntegreerd met de VESTA-271 draadloze zender. De 

TX-interface van VESTA integreert naadloos met de OPTEX buitensensoren van de 

BXS, VXS, WXI, WXS en QXI serie, waardoor volledig beheer op afstand vanaf elk 

VESTA centrales mogeliijk is.

•	Betrouwbare en nauwkeurige inbraakdetectie, met alle voordelen van OPTEX 

en VESTA technologie

•	Volledige sensorconfiguratie op afstand via de SmartHomeSec App/Web

•	Configureerbare parameters: gevoeligheid, batterijbesparing, antimasking, 

onafhankelijk alarm en LED aan/uit schakelaar

•	Alarmmeldingen, tamper, lage batterij, en monitor meldingen

•	Zeer eenvoudige installatie zonder bedrading

VESTA maakt het mogelijk om eenvoudig 

tot zes IP camera’s (DAHUA, 

HIKVISION, HYUNDAI of EZVIZ) aan 

het systeem toe te voegen. Integratie 

met EZVIZ stelt ons in staat om live 

te kijken. Met DAHUA, HIKVISION, 

HYUNDAI en VESTA camera’s kunnen 

we live kijken en een reeks foto’s 

maken van een of meerdere zones van 

het systeem in geval van alarm. Ook 

stellen de DAHUA Series 3 camera’s 

(2019 firmware of hoger) ons in staat 

om het alarm te activeren door de 

analyses (AI) die door de camera zelf 

worden gegenereerd.

INTEGRATIE MET OPTEX

INTEGRATIE MET VIDEO ANALYSE

We presenteren de Nebula VESTA 

beveiligingsrookgenerator voor het 

VESTA alarmsysteem, dat tot op heden 

de beste manier is om diefstal te 

voorkomen, omdat het is ontworpen om de 

omgeving te verzadigen met een rookgordijn 

en daardoor te voorkomen dat iemand 

in de desbetreffende omgeving kan 

werken.

 

De belangrijkste kenmerken zijn het kleine 

formaat, de lage installatiekosten, het 

gebruiksgemak, de combinatie met het 

VESTA paneel en de mogelijkheid van 

activering via een meldkamer om de 

effectiviteit ervan aanzienlijk te vergroten.
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4G CELLULAR ALARM SYSTEM WITH BATTERY VESTA

VESTA-068
BOGP-3-4G

GR
AD

O2 ZONAS
50

N	N	VESTA compact 50-zone radio control panel

N	N	Compatible with all 868-F1 RF devices (2km in open field)

N	N	4G (LTE) connectivity

N	N	Sending reports via CID / SIA, Email, SMS and Push

N	N	Configuration by smarthomesec APP or via the built-in keyboard

N	N	LCD screen for viewing status and settings

N	N	Up to 6 users

N	N	It incorporates a 100dB siren

N	N	It works with alkaline batteries type D (included)

N	N	Autonomy of up to 1.4 years

N	N	EN50131 Grade 2

VESTA EASYSMART GATEWAY

VESTA-243
ESGW-F1-ZW-BATTERY

binnen

PAR
TICIO
NES2

ZONAS
160

N	N	VESTA EasySmart radio security center with advanced home automation 

functions

N	N	Up to 160 devices

N	N	2 security areas

N	N	Includes F1 868Mhz radio receiver, Z-Wave Plus receiver, and IP module

N	N	Event and photo report via APP (MANITOU, encrypted MANITOU, CID, SIA, 

FTP, HTTP)

N	N	Push notification via a cloud server

N	N	Free App

N	N	Supports indoor and outdoor PIRCAMS

N	N	Supports DAHUA IP cameras

N	N	Programming of up to 100 automation rules

N	N	Compatible with Z-Wave devices from other manufacturers

N	N	Three different arming modes

N	N	Remote management of lights, thermostats, locks, appliances via a 

smartphone app and PC web browser

N	N	Firmware upgrade capability

ALARMSYSTEMEN

ALARM VESTA
GRADE 2 DRAADLOZE CENTRALES

160-ZONE HOME SECURITY CENTRAL VIA RADIO WITH IP CONN...

VESTA-066
HSGW-G8-3G-F1-868-ZW-DT-18

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

N	N	160-zone home security central via radio with IP connectivity Ethernet + 3G 

(it only works with alarm.com)

N	N	Supports RF 868-F1 and Z-Wave devices

N	N	TCP / IP connectivity and 3G module of alarm.com (optional WiFi spike)

N	N	Bidirectional RF up to 2 km

N	N	Comprehensive solution with remote administration

N	N	Home automation and live supervision

N	N	2 partitions

N	N	Sending reports via CID / SIA, Email, SMS and Push

N	N	IOS and Android app and web browser

N	N	EN50131 Grade 2 Certificate, Environmental Class II

N	N	Compatible with Google Home and Alexa

2G CELLULAR ALARM SYSTEM WITH BATTERY VESTA

VESTA-067
BOGP-3-2G

GR
AD

O2 ZONAS
50

N	N	VESTA compact 50-zone radio control panel

N	N	Compatible with all 868-F1 RF devices (2km in open field)

N	N	2G connectivity (GPRS)

N	N	Sending reports via CID / SIA, Email, SMS and Push

N	N	Configuration by smarthomesec APP or via the built-in keyboard

N	N	LCD screen for viewing status and settings

N	N	Up to 6 users

N	N	It incorporates a 100dB siren

N	N	It works with alkaline batteries type D (included)

N	N	Autonomy of up to 1.4 years

N	N	EN50131 Grade 2

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

App

Beheer op afstand van uw
beveiligingssysteem en domotica

Veel functies in één app	
	 Met de VESTA SmartHomeSec applicatie kunt u zowel uw 

beveiligings- en videobewakingssysteem als de slimme devices 
in uw huis of bedrijf op afstand bedienen en beheren. 

•	 Ontvangst en verificatie van 
panelgebeurtenissen

•	 Directe alarmmeldingen met 
afbeeldingen

•	 Beeldverzoek aan PIRCAM detectoren
•	 Centrale op afstand inschakelen
•	 Integratie van DAHUA camera’s, door 

het scannen van QR-codes en realtime 
monitoring door P2P

•	 SOS knop met geolocatierapport van 
de gebruiker

•	 Gebruikerstoegang via biometrie 
(vingerafdruk en gezichts-ID)

BEVEILIGINGSSYSTEEM 
EN CAMERABEWAKING

•	 Controle slimme apparaten
•	 Creëren van scenario’s: zet het 

licht in de gang of e verwarming aan 
bij het betreden van het huis of het 
uitschakelen, enz.

•	 Regels maken: automatisch 
inschakelen van het systeem, 
automatische verlichting uit, 
automatische regeling van het 
lichtniveau, simuleren aanwezigheid, 
enz.

•	 Geavanceerde regels: automatische 
activeringsregels om alle DEVICES in 
het ecosysteem te koppelen

DOMOTICA 
SYSTEEM

•	 Geofence geolocatie systeem, om het 
detectiebereik (>100m) te markeren 
en acties uit te voeren (zoals in-/
uitschakelen) of maak scenes (zet de 
verwarming aan of uit, lichten in een 
kamer, apparaten, enz.)

•	 Integratie met Alexa en Google 
Home, voor spraakbesturing

•	 Gebruikers toevoegen en beheren 
privileges

•	 Beheer van meerdere panelen met 
dezelfde gebruiker

•	 Gratis app voor iOS en Android

ALLES IN 1 
SYSTEEM
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ALARM VESTA
HYBRIDE CENTRALES GRADE 3

HYBRID ALARM SYSTEM 2G + IP VESTA

VESTA-111
HYBRID PANEL-1-2G-AC110/240V

GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA hybrid control panel up to 320 zones

N	N	Compatible with all RF 868-F1 devices (2 km in open field)

N	N	2G connectivity (GPRS)

N	N	Amplified fast connection for external GPRS

N	N	IP communications (Ethernet)

N	N	16 wired zones on board, expandable via expanders

N	N	Up to 240 zones (wired / wireless), 8 areas, 240 users

N	N	1 PGM output

N	N	Up to 4 VESTA-114 or VESTA-125 keypads

N	N	Configuration via smarthomesec APP or via VESTA-114 or VESTA-125 

keypad

N	N	Acid battery not included, DEM-3 recommended

N	N	The VESTA hybrid control panel is compatible with Google Home and Alexa

N	N	USB port available to add WiFi, ZigBee or Z-Wave connectivity (see related 

products)

N	N	EN50131 Grade 3

HYBRID 4G + IP ALARM SYSTEM VESTA

VESTA-112
HYBRID PANEL-1-4G-AC110/240V

GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA hybrid control panel up to 320 zones

N	N	Compatible with all RF 868-F1 devices (2 km in open field)

N	N	4G LTE connectivity

N	N	IP communications (Ethernet)

N	N	Amplified fast connection for external GPRS antenna (optional compatible 

antenna: QAR-266A)

N	N	16 wired zones on board, expandable via expanders

N	N	Up to 320 zones (wired / wireless), 8 areas, 240 users

N	N	1 PGM output

N	N	Up to 4 VESTA-114 or VESTA-125 keypads

N	N	Configuration via smarthomesec APP or via VESTA-114 or VESTA-125 

keypad

N	N	Acid battery not included, DEM-3 recommended

N	N	The VESTA hybrid control panel is compatible with Google Home and Alexa

N	N	USB port available to add WiFi, ZigBee or Z-Wave connectivity (see related 

products)

N	N	EN50131 Grade 3

HOME SECURITY CENTRAL IP + 2G OF 320 ZONES VIA RADIO

VESTA-046N-NOZW
HSGW-G8-2G-F1-868-DT-18

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA home security control panel IP + 2G with 320 radio zones

N	N	RF Devices 868-F1

N	N	TCP / IP and 2G connectivity (optional WiFi spike)

N	N	Bidirectional RF up to 2 km

N	N	Comprehensive solution with remote management

N	N	Home automation and live supervision

N	N	8 partitions

N	N	Supports external batteries (DEM-14M-BACKUP and DEM-7M-BACKUP)

N	N	Includes Mini USB quick connector for external organic battery

N	N	Sending reports via CID / SIA, Email, SMS and Push

N	N	IOS and Android app and web browser

N	N	Compatible with Google Home and Alexa

N	N	EN50131 Grade 2 Certificate

HOME SECURITY CENTRAL IP + 4G OF 320 ZONES VIA RADIO 

VESTA-047N-NOZW
HSGW-G8-4G-F1-868-DT-18

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA home security control panel IP + 4G with 320 radio zones

N	N	RF Devices 868-F1

N	N	TCP / IP and 4G connectivity (optional WiFi spike)

N	N	Bidirectional RF up to 2 km

N	N	Comprehensive solution with remote management

N	N	Home automation and live supervision

N	N	8 partitions

N	N	Supports external batteries (DEM-14M-BACKUP and DEM-7M-BACKUP)

N	N	Includes Mini USB quick connector for external organic battery

N	N	Sending reports via CID / SIA, Email, SMS and Push

N	N	IOS and Android app and web browser

N	N	Compatible with Google Home and Alexa

N	N	EN50131 Grade 2 Certificate

320-ZONE HOME SECURITY CENTRE VIA RADIO WITH IP ETHER...

VESTA-141
HSGW-G8-4G-F1-868-ZW-DT-18 (ADC)

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

N	N	320-zone home security centre via radio with IP Ethernet connectivity

N	N	Only compatible with 4G LTe alarm.com

N	N	Supports RF 868-F1 and Z-Wave devices

N	N	TCP/IP connectivity and alarm.com's 4G LTE module (optional WiFi pin)

N	N	Amplified fast connection for external GPRS antenna (antenna not included)

N	N	Bidirectional RF up to 2 km

N	N	Integral solution with remote management

N	N	Domotics and live supervision

N	N	8 partitions

N	N	Sending reports via CID/SIA, Email, SMS, and Push

N	N	iOS and Android App and web browser

N	N	The VESTA radio control panel is compatible with Google Home and Alexa

N	N	EN50131 Grade 2, Environmental Class II certified

CELLULAR ALARM SYSTEM 4G VESTA BATTERY-POWERED OR BAT...

VESTA-068N
VESTA-068N

GR
AD

O2 ZONAS
50

N	N	50 zone compact control panel via VESTA radio

N	N	Self-contained panel powered by batteries or battery/external power supply

N	N	MicroUSB port for quick programming

N	N	Allows external SMA-type LTE antennas

N	N	Compatible with all 868-F1 RF devices (2 km in open field)

N	N	GPRS/3G/4G LTE communication

N	N	Sending reports via CID/SIA, Email, SMS and Push

N	N	Configuration by APP smarthomesec or through the built-in keyboard

N	N	LCD screen for viewing status and settings

N	N	Up to 6 users

N	N	Supports up to 6 PIRcam

N	N	Incorporates 100dB siren

N	N	Works with alkaline batteries type D (included)

N	N	Autonomy of up to 1.4 years

N	N	EN50131 Grade 2

ETHERNET + 4G IP HOME SECURITY CENTRE FOR 320 ZONES V...

VESTA-047N
HSGW-G8-4G-F1-868-ZW-DT-18

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

N	N	IP Ethernet + 4G home security control panel for 320 zones via radio with 4G 

connectivity

N	N	Supports RF 868-F1 and Z-Wave devices

N	N	TCP/IP and 4G connectivity (optional WiFi pin)

N	N	Bidirectional RF up to 2 km

N	N	Integral solution with remote management

N	N	Domotics and live supervision

N	N	240 users

N	N	8 partitions

N	N	Sending of reports via CID/SIA, Email, SMS, and Push

N	N	iOS and Android App and web browser

N	N	Amplified fast connection for external GPRS antenna (antenna included)

N	N	Prepared to support high-capacity external battery (DEM-14M-BACKUP and 

DEM-7M-BACKUP)

N	N	Includes Mini USB quick connector to connect the external organic battery

N	N	EN50131 Grade 2, Environmental Class II certified

IP ETHERNET + 2G HOME SECURITY CENTRE WITH 320 ZONES ...

VESTA-046N
HSGW-G8-2G-F1-868-ZW-DT-18

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

N	N	IP Ethernet + 2G home security control panel for 320 zones via radio

N	N	Supports RF 868-F1 and Z-Wave devices

N	N	TCP/IP and 2G connectivity (optional WiFi pin)

N	N	Bi-directional RF up to 2 km

N	N	Integral solution with remote management

N	N	Domotics and live supervision

N	N	240 users

N	N	8 partitions

N	N	Prepared to support high-capacity external battery (DEM-14M-BACKUP and 

DEM-7M-BACKUP)

N	N	Includes Mini USB quick connector to connect an external organic battery

N	N	Sending of reports via CID/SIA, Email, SMS and Push

N	N	iOS and Android App and web browser

N	N	The VESTA radio control panel is compatible with Google Home and Alexa

N	N	EN50131 Grade 2, Environmental Class II certified

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA 4G KIT

VESTA-059
VESTA-059

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047 (HSGW-G8-4G-F1-ZW) of 

160 zones via radio, Grade 2

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and pet-free, Grade 2

KIT VESTA

VESTA-056
VESTA-056

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 Security Central (HSGW-G8-2G-F1-ZW) of 160 radio areas 

with IP + 2G and Grade 2 connectivity

	→ 1X PIR detector via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Magnetic contact via radio VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X VESTA-014 4-button radio button (RC-16-F1) with Grade 2

	→ 1X PRO DAHUA-2617-FO series IP bullet camera (IPC-HFW1235S-W-S2) 

with WIFI and 30 m IR lighting for outdoor use.

KIT VESTA

VESTA-097
VESTA-097

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X IP Central Ethernet + 2G security VESTA-046 (HSGW-G8-2G-F1-ZW) of 

160 zones via radio, Grade 2

	→ 1X keyboard with proximity reader VESTA-012 (KPT-39N-F1)

	→ 2X PIR detectors via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Magnetic contact via radio VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Radio button with 4 buttons VESTA-014 (RC -16-F1) with Grade 2

ALARM VESTA
KITS

KIT VESTA

VESTA-054
VESTA-054

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 Security Central (HSGW-G8-2G-F1-ZW) of 160 radio areas 

with IP + 2G and Grade 2 connectivity

	→ 3X PIR detectors via VESTA-009 radio (IR-29SL-F1) with Grade 2

VESTA 4G KIT

VESTA-055
VESTA-055

GR
AD

O2 ZONAS
320

VESTA kit consisting of:

	→ 1X VESTA-047N (HSGW-4G-EX) Ethernet IP + 4G security control panel with 

320 radio zones; 8 partitions; Amplified fast connection for external GPRS 

antenna (not included); Prepared to support high capacity external battery 

(DEM-14M-BACKUP and DEM-7M-BACKUP); Includes fast Mini USB 

connector to connect external organic battery; Grade 2

	→ 3X Wireless PIR Detectors VESTA-009 (IR-29SL-F1) with Grade 2

VESTA 2G KIT

VESTA-058
VESTA-058

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X Central IP Ethernet + 2G security VESTA-046 (HSGW-G8-2G-F1-ZW) of 

160 zones via radio and Grade 2

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and pet-free, Grade 2

VESTA 4G+IP HYBRID 4G+IP ALARM SYSTEM 

VESTA-112N
HYB-1-S0-QT-E-F1 868

GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA hybrid control panel up to 320 zones

N	N	Compatible with all RF 868-F1 devices (2 km in open field)

N	N	4G LTE connectivity

N	N	IP communications (Ethernet)

N	N	Amplified fast connection for external GPRS antenna (optional compatible 

antenna: QAR-266A)

N	N	16 wired zones on board, expandable via expanders

N	N	Up to 320 zones (wired / wireless)

N	N	Up to 8 areas

N	N	Up to 240 users

N	N	1 PGM output

N	N	Up to 4 VESTA-114 or VESTA-125 keypads

N	N	Configuration via smarthomesec APP or via VESTA-114 or VESTA-125 

keypad

N	N	Acid battery not included, DEM-3 recommended

N	N	The VESTA hybrid control panel is compatible with Google Home and Alexa

N	N	USB port available to add WiFi, ZigBee or Z-Wave connectivity (see related 

products)

N	N	EN50131 Grade 3

4G+IP+Z-WAVE+ZIGBEE HYBRID SYSTEM 

VESTA-113N
HYB-1-QT-E-F1 868

GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA hybrid control panel up to 320 zones

N	N	Compatible with all RF 868-F1 devices (2 km in open field)

N	N	Full 4G LTE, WiFi, ZigBee, and Z-Wave connectivity

N	N	IP (Ethernet) communications

N	N	Amplified fast connection for external GPRS antenna (optional compatible 

antenna: QAR-266A)

N	N	16 wired zones on board, expandable via expanders

N	N	Up to 320 zones (wired / wireless)

N	N	Up to 8 areas

N	N	Up to 240 users

N	N	1 PGM output

N	N	Up to 4 VESTA-114 or VESTA-125 keypads

N	N	Configuration via smarthomesec APP or via VESTA-114 or VESTA-125 

keypad

N	N	Acid battery not included, DEM-3 recommended

N	N	The VESTA hybrid control panel is compatible with Google Home and Alexa

N	N	EN50131 Grade 3

HYBRID ALARM SYSTEM 4G + IP + Z-WAVE + ZIGBEE VESTA

VESTA-113
HYBRID PANEL-1-FULL-AC110/240V

GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA hybrid control panel up to 320 zones

N	N	Compatible with all RF 868-F1 devices (2 km in open field)

N	N	Full 4G LTE, WiFi, ZigBee, and Z-Wave connectivity

N	N	IP (Ethernet) communications

N	N	Amplified fast connection for external GPRS antenna (optional compatible 

antenna: QAR-266A)

N	N	16 wired zones on board, expandable via expanders

N	N	Up to 320 zones (wired / wireless)

N	N	Up to 8 areas

N	N	Up to 240 users

N	N	1 PGM output

N	N	Up to 4 VESTA-114 or VESTA-125 keypads

N	N	Configuration via smarthomesec APP or via VESTA-114 or VESTA-125 

keypad

N	N	Acid battery not included, DEM-3 recommended

N	N	The VESTA hybrid control panel is compatible with Google Home and Alexa

N	N	EN50131 Grade 3

2G+IP HYBRID ALARM SYSTEM VESTA 

VESTA-111N
HYB-1-S0-2GW-F1 868

GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

N	N	VESTA hybrid control panel up to 320 zones

N	N	Compatible with all RF 868-F1 devices (2 km in open field)

N	N	2G connectivity (GPRS)

N	N	Amplified fast connection for external GPRS

N	N	IP communications (Ethernet)

N	N	16 wired zones on board, expandable via expanders

N	N	Up to 240 zones (wired / wireless)

N	N	Up to 8 areas

N	N	Up to 240 users

N	N	1 PGM output

N	N	Up to 4 VESTA-114 or VESTA-125 keypads

N	N	Configuration via smarthomesec APP or via VESTA-114 or VESTA-125 

keypad

N	N	Acid battery not included, DEM-3 recommended

N	N	The VESTA hybrid control panel is compatible with Google Home and Alexa

N	N	USB port available to add WiFi, ZigBee or Z-Wave connectivity (see related 

products)

N	N	EN50131 Grade 3

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA KIT

VESTA-124
VESTA-124

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-047 (HSGW-G8-4G-F1-868-ZW-DT-18) with 160 radio zones, 

Grade 2

	→ 1X VESTA-011 (KPT-39B-F1)

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with anti-

masking and anti-pets, Grade 2

	→ 1X VESTA-009N (IR-16SL-P2-F1) with Grade 2

VESTA KIT

VESTA-133
VESTA-133

GR
AD

O2 NUMeRIek ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP Ethernet + 2G security panel with 

160 zones via radio, Grade 2

	→ 2X PIR detectors via radio VESTA-009 (IR-29SL-F1 ) with grade 2

	→ 1X VESTA-011 radio keypad (KP-39B-F1)

	→ 1X PIRCAM detector via radio VESTA-211 (VST-892-IL ALK) with anti-

masking and anti-pets, Grade 2

KIT VESTA

VESTA-135
VESTA-135

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP Ethernet + 2G security panel with 

160 radio zones, Grade 2

	→ 1X VESTA-011 keyboard (KP-39B-F1)

	→ 2X VESTA-009 (IR-29SL-F1) wireless PIR detectors with Grade 2

	→ 1X VESTA-013 (MDC-3-F1) wireless magnetic contact with Grade 2

	→ 1X VESTA-014 (RC) 4-button radio switch -16-F1) with Grade 2

VESTA KIT

VESTA-121
VESTA-121

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) with 160 radio zones, Grade 2

	→ 1X VESTA-011 (KPT-39B-F1)

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and anti-pets, Grade 2

	→ 1X VESTA-013 (MDC-3-F1) with Grade 2

KIT VESTA

VESTA-122
VESTA-122

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) with 160 radio zones, Grade 2

	→ 1X VESTA-011 (KPT-39B-F1)

	→ 2X VESTA-008 (VST-862-F1) with Grade 2

	→ 1X VESTA-009 (IR-29SL-F1) with Grade 2

VESTA KIT

VESTA-123
VESTA-123

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-047 (HSGW-G8-4G-F1-868-ZW-DT-18) with 160 radio zones, 

Grade 2

	→ 1X VESTA-011 (KPT-39B-F1)

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with anti-

masking and anti-pets, Grade 2

	→ 1X VESTA-013 (MDC-3-F1) with Grade 2

VESTA 4G KIT

VESTA-101
VESTA-101

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047 (HSGW-G8-4G-F1-ZW) 

with 160 radio zones, Grade 2

	→ 1X keypad with proximity reader VESTA-012 (KPT-39N-F1)

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with anti-

masking and anti-pets, Grade 2

	→ 1X PIR detector via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Wireless push-button with 4 buttons VESTA-014 (RC-16-F1) with 

Grade 2

VESTA 4G KIT

VESTA-102
VESTA-102

GR
AD

O2 ZONAS
160

VESTA kit consisting of

	→ 1X Central IP Ethernet + 4G security VESTA-047 (HSGW-G8-4G-F1-ZW) 

with 160 radio zones, Grade 2

	→ 1X keypad with proximity reader VESTA-012 (KPT-39N-F1)

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and anti-pets, Grade 2

	→ 1X Magnetic contact via radio VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Wireless push button with 4 buttons VESTA-014 (RC-16-F1) with 

Grade 2

KIT VESTA

VESTA-120
VESTA-120

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047 (HSGW-G8-4G-F1-ZW) of 

160 zones via radio, Grade 2

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and anti-pet, Grade 2

	→ 1X Electronic smart lock for apartments SALTO-001 (D0ZE2)

	→ 1X cylinder adapter EU SALTO-005 (DCSLAE)

VESTA 2G KIT

VESTA-098
VESTA-098

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP Ethernet + 2G security panel with 

160 radio zones, Grade 2

	→ 1X VESTA-012 (KPT-39N-F1) keypad with proximity reader

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and anti-pets, Grade 2

	→ 1X PIR detector via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Wireless push button with 4 buttons VESTA-014 (RC-16-F1) with 

Grade 2

VESTA 2G KIT

VESTA-099
VESTA-099

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP Ethernet + 2G security panel with 

160 radio zones, Grade 2

	→ 1X VESTA-012 (KPT-39N-F1) keypad with proximity reader

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and anti-pets, Grade 2

	→ 1X Magnetic contact via radio VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Wireless push button with 4 buttons VESTA-014 (RC-16-F1) with 

Grade 2

KIT VESTA

VESTA-100
VESTA-100

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-047 (+ HSGW-G8-4G-F1-ZW) 160 zone wireless IP Ethernet + 

4G security central station

	→ 1X keyboard with VESTA-012 proximity reader (KPT-39N-F1)

	→ 2X PIR detectors via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Magnetic contact via radio VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Radio button with 4 buttons VESTA-014 (RC -16-F1) with Grade 2

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA 4G KIT

VESTA-002N
VESTA-002N

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA Kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047N (HSGW-4G-EX) 

320 zones via radio; Prepared to support external high capacity battery 

(DEM-14M-BACKUP and DEM-7M-BACKUP); Includes Mini USB quick 

connector to connect external organic battery; Grade 2

	→ 1X Radio PIR detector VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Radio magnetic contact VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Radio 4-button push-button VESTA-014 (RC-16-F1) with Grade 2

VESTA 2G KIT

VESTA-001N-D
VESTA-001N

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA Kit consisting of:

	→ 1X Central IP Ethernet + 2G security VESTA-046N (VESTA-046N) of 

320 zones via radio; Prepared to support high capacity external battery 

(DEM-14M-BACKUP and DEM-7M-BACKUP); Includes Mini USB quick 

connector for connecting external organic battery; Grade 2

	→ 1X Radio PIR detector VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Radio magnetic contact VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Radio push button VESTA-014 (RC-16-F1) with Grade 2

VESTA 4G KIT

VESTA-280
VESTA-280

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA kit consisting of:

	→ 1X Central IP Eitions; Amplified quick connection for external GPRS 

antenna (not included); Prepared to support high capacity external battery 

(DEM-14M-BACKUP and DEM-7M-BACKUP); Includes Mini USB quick 

connector to connect external organic battery; Grade 2

	→ 1X PIRCAM detector via radio VESTA-245 (VST-892-ALK) with antimasking, 

anti-pets and Grade 2

	→ 1X Magnetic contact via radio VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Push button via radio 4 buttons VESTA-144 (RC-16-F1-2W) with 

Grade 2

VESTA COMPACT 2G KIT

VESTA-251
VESTA-251

GR
AD

O2 ZONAS
50

VESTA COMPACT 2G Kit consisting of:

	→ 1X VESTA-067 (BOGP-3-2G) 2G compact control panel with 50 wireless 

zones and Grade 2

	→ 1X Grade 2 wireless keypad with proximity reader VESTA-012 (KPT-39N-F1)

	→ 2X VESTA-008 (VST-862-IL-F1-ALK) wireless PIRCAM detectors, Grade 2

	→ 1X VESTA-013 (MDC-3-F1) wireless magnetic contact with Grade 2

	→ 1X VESTA 4-button wireless push button -014 (RC-16-F1) with Grade 2

STANDALONE VESTA KIT 2

VESTA-262
KIT AUTONOMO 2

GR
AD

O2 ZONAS
50

SELF-CONTAINED 2 VESTA Kit consisting of:

	→ 1X VESTA-067 (BOGP-3-2G) 2G compact control panel with 50 zones via 

radio and Grade 2

	→ 1X PIR detector via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 2X PIRCAM detectors via radio VESTA-008 (VST-862-IL-F1-ALK), Grade 2

KIT AUTONOMOUS 3 VESTA 

VESTA-263
KIT AUTONOMO 3

GR
AD

O2 ZONAS
50

Kit AUTONOMOUS 3 VESTA consisting of:

	→ 1X VESTA-067 (BOGP-3-2G) 50 zones via radio and Grade 2

	→ 3X PIR Detectors via radio VESTA-009 (IR-29SL-F1) with Grade 2

VESTA 4G KIT

VESTA-254
VESTA-254

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA 4G kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047 (HSGW-G8-4G-F1-ZW) of 

160 zones via radio, Grade 2

	→ 2X PIRCAM detectors via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and pet-friendly, Grade 2

	→ 1X VESTA-013 (MDC-3-F1) magnetic contact via radio with Grade 2

	→ 1X VESTA-144 (RC-16-F1-2W) 4-button radio switch with Grade 2

VESTA COMPACT 2G KIT

VESTA-256
VESTA-256

GR
AD

O2 ZONAS
50

VESTA COMPACT 2G Kit consisting of:

	→ 1X VESTA-067 (BOGP-3-2G) 2G compact control panel with 50 zones via 

radio and Grade 2

	→ 1X PIRCAM detector via radio VESTA-008 (VST-862-IL-F1-ALK), Grade 2

	→ 1X PIR detector via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X wireless magnetic contact VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X 4-button wireless push button VESTA-114 (RC-16-F1 -2W) with Grade 2

VESTA COMPACT 4G KIT

VESTA-252
VESTA-252

GR
AD

O2 ZONAS
50

VESTA COMPACT 4G Kit consisting of:

	→ 1X VESTA-068 (BOGP-3-4G) 4G compact control panel with 50 zones via 

radio and Grade 2

	→ 1X PIRCAM detector via radio VESTA-008 (VST-862-IL-F1-ALK), Grade 2

	→ 2X PIR detectors via VESTA-009 (IR-29SL-F1) Grade 2 radio

	→ 1X VESTA-011 (KP-39B-F1) Grade 2 Wireless Keypad

VESTA DEMO KIT IN CASE

VESTA-215
DEMO CASE

GR
AD

O2 ZONAS
160

VESTA briefcase demo kit consisting of:

	→ 1X HSGW-G4: IP Ethernet + 4G control panel for home security with 160 

zones via radio; Grade 2

	→ 1X VESTA-012 (KPT-39N-F1): Keypad with proximity reader

	→ 1X VESTA-025 (TSP-3): 7 "touch radio keypad

	→ 1X VESTA-109 (VDP-3): Video intercom with 2MP camera and bidirectional 

audio

	→ 1X VESTA-024 (VST-862EX-F1): Detector PIR cam via radio for outdoor use; 

Grade 2

	→ 1X VESTA-211 (VST-892-IL ALK): PIRCAM detector via radio antimasking 

anti-pets; Grade 2

	→ 1X VESTA-009 (IR-29SL-F1): PIR detector via radio; Grade 2

	→ 1X VESTA-013 (MDC-3-F1): Magnetic contact via radio; Grade 2

	→ 1X VESTA-106 (PRM2-ZW): Relay switch for power meter

	→ 1X VESTA-042 (PSM-29- ZW): Switch for remote activation / deactivation of 

devices with power meter

	→ 1X VESTA-043 (WSS-4E-ZW): Programmable stage switch

VESTA 4G KIT

VESTA-253
VESTA-253

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA 4G kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047 (HSGW-G8-4G-F1-ZW) of 

160 zones via radio, Grade 2

	→ 1X PIRCAM detector via radio VESTA-211 (VST-892-IL ALK) with 

antimasking and pet-free, Grade 2

	→ 1X VESTA-009 (IR-29SL-F1) wireless PIR detector with Grade 2

	→ 1X VESTA-013 (MDC-3-F1) wireless magnetic contact with Grade 2

	→ 1X 4-button wireless push button VESTA-144 (RC-16-F1-2W) with Grade 2

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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4G COMPACT VESTA KIT

VESTA-326
VESTA-326

GR
AD

O2 ZONAS
50

VESTA COMPACT 4G Kit consisting of:

	→ 1X VESTA-068N 4G compact control panel with 50 radio zones with 100 

cloud connectivity with APP and Grade 2

	→ 1X DEM-334 plastic box for outdoor use

	→ 1X 12V/500Ah DEM-16M-BACKUP battery

VESTA 2G KIT

VESTA-327
VESTA-327

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA 2G kit consisting of:

	→ 1X VESTA-046N IP + 2G control panel with 320 radio zones with 100 cloud 

connectivity with APP and Grade 2

	→ 1X DEM-334 plastic box for outdoor use

	→ 1X Battery DEM-16M-BACKUP 12V/500Ah (up to 12 months useful life)

VESTA 4G KIT

VESTA-328
VESTA-328

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA 4G Kit consisting of:

	→ 1X VESTA-047N IP + 4G control panel with 320 radio zones with 100 cloud 

connectivity with APP and Grade 2

	→ 1X DEM-334 plastic box for outdoor use

	→ 1X Battery DEM-16M-BACKUP 12V/500Ah (up to 12 months useful life)

VESTA 2G KIT

VESTA-244
VESTA-244

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP + 2G control panel with 160 radio 

zones

	→ 1X VESTA-011 numeric keypad (KP-39B-F1)

	→ 1X PIR detector VESTA-009 (IR-29SL-F1)

	→ 1X PIRCAM detector with VESTA-096 (VST-862P-IL-ALK)

	→ 1X Magnetic contact VESTA-013 (MDC-3-F1)

VESTA 2G KIT

VESTA-272
VESTA-272

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP + 2G control panel with 160 radio 

zones

	→ 2X PIR detectors VESTA-009 (IR-29SL-F1)

	→ 1X Magnetic contact VESTA-013 (MDC-3-F1)

	→ 1X 4-button push button VESTA-014 (RC-16-F1)

VESTA 2G KIT

VESTA-273
VESTA-273

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP + 2G control panel with 160 radio 

zones

	→ 1X VESTA-010 numeric keypad (KP-15-F1)

	→ 2X PIRCAM VESTA-008 Detectors (VST-862-IL-F1-ALK)

	→ 1X Indoor siren VESTA-005 (SRV-23B-F1)

VESTA 2G KIT

VESTA-001N-2W
VESTA-001N-2W

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA kit consisting of:

	→ 1X VESTA-046N (VESTA-046N) IP + 2G control panel with 320 radio zones

	→ 1X PIR Detector with VESTA-177 (IR-35SL-F1)

	→ 1X Magnetic contact VESTA-013 (MDC-3-F1)

	→ 1X 4-button push button VESTA-017N (RC-15-F1-2W)

VESTA 4G KIT

VESTA-002N-2W
VESTA-002N-2W

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA kit consisting of:

	→ 1X VESTA-047N (VESTA-047N) IP + 4G control panel with 320 radio zones

	→ 1X PIR Detector with VESTA-177 (IR-35SL-F1)

	→ 1X Magnetic contact VESTA-013 (MDC-3-F1)

	→ 1X 4-button push button VESTA-017N (RC-15-F1-2W)

VESTA 2G KIT

VESTA-242
VESTA-242

GR
AD

O2 PAR
TICIO
NES2

ZONAS
160

VESTA kit consisting of:

	→ 1X VESTA-046 (HSGW-G8-2G-F1-ZW) IP + 2G control panel with 160 radio 

zones

	→ 2X PIR detectors with VESTA-136 (IRP-29-F1)

	→ 1X Magnetic contact VESTA-013 (MDC-3-F1)

	→ 1X 4-button push button VESTA-014 (RC-16-F1)

VESTA 4G KIT

VESTA-297
VESTA-297

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047N (HSGW-4G-EX) 

320 zones via radio; Prepared to support external high capacity battery 

(DEM-14M-BACKUP and DEM-7M-BACKUP); Includes Mini USB quick 

connector to connect external organic battery; Grade 2

	→ 1X PIR detector via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X VESTA-013 (MDC-3-F1) magnetic contact via radio with Grade 2

	→ 1X VESTA-014 (RC-16-F1) 4-button radio push button with Grade 2

	→ 1X PRO DAHUA-2650-FO (IPC-K22) compact IP camera with WIFI and IR 

illumination of 10 m for indoors

VESTA 4G KIT

VESTA-298
VESTA-298

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047N (HSGW-4G-EX) 320 

zones via radio; 8 partitions; Amplified quick connection for external GPRS 

antenna (not included); Prepared to support external high capacity battery 

(DEM-14M-BACKUP and DEM-7M-BACKUP); Includes Mini USB quick 

connector to connect external organic battery; Grade 2

	→ 1X PIR detector via radio VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Magnetic contact via radio VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X VESTA-014 4-button radio button (RC-16-F1) with Grade 2

	→ 1X PRO DAHUA-2617-FO series IP bullet camera (IPC-HFW1235S-W-S2) 

with WIFI and 30 m IR lighting for outdoor use

VESTA 4G KIT

VESTA-299
VESTA-299

GR
AD

O2 ZONAS
160

VESTA kit consisting of:

	→ 1X Central VESTA-047N

	→ 1X Pir VESTA-009

	→ 1X Magnet contact VESTA-013

	→ 1X 4-button VESTA-014

	→ 1X IP WiFi 2MP Dome DAHUA-3284-FO

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA 4G ALARM.COM KIT

VESTA-143
VESTA-143

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA Kit consisting of:

	→ 1X Central IP + 4G (only compatible with 4G LTE Alarm.com) VESTA-141 of 

320 zones via radio

	→ 1X PIR Detector with anti-pet VESTA-177 (IR-35SL-F1)

	→ 1X Magnetic contact VESTA-013 (MDC-3-F1)

	→ 1X 4-button push button VESTA-014 (RC-16-F1)

ALARM VESTA
BEDIENPANELEN EN AFSTANDSBEDIENINGEN

VESTA OUTDOOR PROXIMITY READER

VESTA-033
TG-15N-F1

buiten

N	N	VESTA outdoor proximity reader

N	N	Integrates NFC proximity tags

N	N	Arming / disarming the system

N	N	Tamper proof

N	N	It works with 1 AA 1.5V lithium battery

N	N	Includes 2 chiclet proximity tags

N	N	Battery life of 6.8 years

VESTA RADIO KEYBOARD

VESTA-010
KP-15-F1

binnen GR
AD

O2 NUMeRIek

N	N	VESTA radio keyboard

N	N	Backlight keyboard

N	N	4 keys for special functions

N	N	Tamper proof

N	N	Powered by 1 3V CR2450 lithium battery

N	N	6 year battery life

VESTA 4G KIT

VESTA-002N-D
VESTA-002N

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA Kit consisting of:

	→ 1X Central IP Ethernet + 4G security VESTA-047N (HSGW-4G-EX) 320 

zones via radio; 8 partitions; Amplified quick connection for external GPRS 

antenna (not included); Prepared to support external high capacity battery 

(DEM-14M-BACKUP and DEM-7M-BACKUP); Includes Mini USB quick 

connector to connect external organic battery; Grade 2

	→ 1X Radio PIR detector VESTA-009 (IR-29SL-F1) with Grade 2

	→ 1X Radio magnetic contact VESTA-013 (MDC-3-F1) with Grade 2

	→ 1X Radio 4-button push-button VESTA-014 (RC-16-F1) with Grade 2

VESTA HYBRID KIT

VESTA-377
VESTA-377

binnen GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

VESTA kit consisting of:

	→ 1X VESTA 2G hybrid control panel with up to 320 zones VESTA-111

	→ 1X Keypad via radio + wiring with siren VESTA-114

VESTA 4G KIT

VESTA-378
VESTA-378

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA 4G kit consisting of:

	→ 1X IP Central + 4G up to 320 zones via radio VESTA-047N

	→ 1X PIR detector via radio VESTA-009

	→ 1X Magnetic contact via radio VESTA-013

	→ 1X 4-button radio pushbutton VESTA-014

	→ 1X Domo WiFi IP de 2MP DAHUA-3361-FO

VESTA 4G KIT

VESTA-332
VESTA-332

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA 4G Kit consisting of:

	→ 1X VESTA-047N IP + 4G control panel with 320 radio zones with 100 cloud 

connectivity with APP and Grade 2

	→ 1X 12V/500Ah DEM-16M-BACKUP battery (up to 16 months useful life)

VESTA KIT

VESTA-334
VESTA-334

VESTA Kit consisting of:

	→ 1X DEM-334 plastic box for outdoor use

	→ 1X Battery DEM-7M-BACKUP 7.5V/400Ah (up to 7 months useful life)

VESTA KIT

VESTA-333
VESTA-333

VESTA Kit consisting of:

	→ 1X DEM-334 plastic box for outdoor use

	→ 1X Battery DEM-16M-BACKUP 12V/500Ah (up to 14 months useful life)

VESTA HYBRID KIT

VESTA-339
VESTA-339

binnen GR
AD

O3 PAR
TICIO
NES8

ZONAS
320

VESTA Kit consisting of:

	→ 1X VESTA 4G LTE, WiFi, ZigBee and Z-Wave VESTA-113 hybrid control panel 

with up to 320 zones

	→ 1X VESTA-125N keyboard

4G COMPACT VESTA KIT

VESTA-329
VESTA-329

GR
AD

O2 ZONAS
50

VESTA COMPACT 4G Kit consisting of:

	→ 1X VESTA-068N 4G compact control panel with 50 radio zones with 100 

cloud connectivity with APP and Grade 2

	→ 1X DEM-334 plastic box for outdoor use

	→ 1X 7.5V/400Ah DEM-7M-BACKUP battery (up to 9 months useful life, 

once exhausted, the control panel will operate in battery mode for up to 12 

months)

4G COMPACT VESTA KIT

VESTA-330
VESTA-330

GR
AD

O2 ZONAS
50

VESTA COMPACT 4G Kit consisting of:

	→ 1X VESTA-068N 4G compact control panel with 50 radio zones with 100 

cloud connectivity with APP and Grade 2

	→ 1X 7.5V/400Ah DEM-7M-BACKUP battery (up to 9 months useful life , 

once exhausted, the control panel will operate in battery mode for up to 12 

months)

VESTA 2G KIT

VESTA-331
VESTA-331

GR
AD

O2 PAR
TICIO
NES8

ZONAS
320

VESTA 2G kit consisting of:

	→ 1X VESTA-046N IP + 2G control panel with 320 radio zones with 100 cloud 

connectivity with APP and Grade 2

	→ 1X 12V/500Ah DEM-16M-BACKUP battery (up to 16 months useful life)

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA RADIO PANIC BUTTON WITH VOICE RECOGNITION (ENGL...

VESTA-050
VRA-P2-F1

binnen

N	N	VESTA radio panic button with voice recognition (English)

N	N	Oversized panic button

N	N	Voice recognition alarm (HELP)

N	N	It works with 2 3V alkaline batteries

N	N	1 year battery life

VESTA VIDEO INTERCOM

VESTA-109
VDP-3

buiten

N	N	VESTA video intercom

N	N	Built-in motion sensor to detect irregular movements or presence

N	N	1920X1080 image resolution

N	N	Built-in IR LEDs for night vision

N	N	Wide angle lens up to 174 °

N	N	The built-in speaker and microphone provide two-way voice

N	N	Infrared motion detection range: 5 meters at 105 °

N	N	Small and slim design to easily fit the door frame

N	N	Replace existing doorbell without requiring special tools

N	N	Ideal for residential and commercial premises

N	N	IPX4 protection 

WIRED AND WIRELESS F1 KEYPAD

VESTA-114
KP-35-COMBO

binnen GR
AD

O3 NUMeRIek

N	N	Wired and wireless F1 keypad for VESTA hybrid system

N	N	Compatible with BOGP and HGSW control panels

N	N	Built-in 97dB siren

N	N	Up to 4 keypads per system

N	N	4 wires via RS485, up to 150 metres

N	N	For programming hybrid control panels

N	N	EN50131 Grade 3 certified

VESTA WIRELESS PANIC BUTTON

VESTA-038
PB-15-F1

buiten GR
AD

O2

N	N	VESTA wireless panic button

N	N	Panic button

N	N	Periodic supervision

N	N	Powered by 1 3V CR123 lithium battery

N	N	Battery life of more than 20 years

N	N	Low battery detection

N	N	IP44 degree of protection

VESTA WIRELESS PANIC BUTTON

VESTA-039
PB-23-F1

buiten

N	N	VESTA wireless panic button

N	N	Oversized panic button

N	N	Periodic supervision

N	N	Powered by 1 3V CR123 lithium battery

N	N	9 year battery life

N	N	Low battery detection

N	N	Protection degree IP66

VESTA EMERGENCY TRANSMITTER

VESTA-029
WTRQ-F1

buiten

N	N	VESTA emergency transmitter

N	N	It can be used as a pendant or bracelet

N	N	LED indicator

N	N	Periodic supervision

N	N	It works with 1 3V CR2032 battery

N	N	10 year battery life

VESTA 4-BUTTON RADIO BUTTON

VESTA-017
RC-15-F1-W

binnen GR
AD

O2

N	N	VESTA 4-button radio button

N	N	White color

N	N	Arm / Disarm, Partial Arm, and Panic

N	N	Powered by 1 3V CR2032 lithium battery

N	N	7 year battery life

N	N	Low battery detection

N	N	EN50131 Grade 2

VESTA 4-BUTTON RADIO BUTTON

VESTA-018
RC-15-F1-B

binnen GR
AD

O2

N	N	VESTA 4-button radio button

N	N	Black color

N	N	Arm / Disarm, Partial Arm, and Panic

N	N	Powered by 1 3V CR2032 lithium battery

N	N	7 year battery life

N	N	Low battery detection

N	N	EN50131 Grade 2

VESTA 4-BUTTON RADIO BUTTON

VESTA-014
RC-16-F1

binnen GR
AD

O2

N	N	VESTA 4-button radio button

N	N	Arm / disarm, start and panic

N	N	Cover to prevent unintentional use

N	N	Suitable for security and home automation

N	N	Powered by 1 3V CR2032 lithium battery

N	N	8 year battery life

N	N	UL1023

VESTA RADIO KEYBOARD

VESTA-011
KP-39B-F1

binnen GR
AD

O2 NUMeRIek

N	N	VESTA radio keyboard

N	N	Backlight keyboard

N	N	Panic, fire and medical emergency keys

N	N	Tamper proof

N	N	Powered by 1 3V CR123 lithium battery

N	N	10 year battery life

N	N	EN50131 Grade 2 Certificate, Environmental Class II

VESTA RADIO KEYBOARD WITH PROXIMITY READER

VESTA-012
KPT-39N-F1

binnen GR
AD

O2 NUMeRIek

N	N	VESTA radio keyboard with proximity reader

N	N	Panic, fire and medical emergency keys

N	N	RFID and NFC reader

N	N	Powered by 1 3V CR123 lithium battery

N	N	6 year battery life

N	N	Includes 2 chiclet proximity tags

N	N	Complies with UL1023

7 "VESTA KEYBOARD VIA TOUCH RADIO

VESTA-025
TSP-3

binnen tactiel

N	N	7 "VESTA keyboard via touch radio

N	N	2MP camera and talk-listen

N	N	WiFi 802.11b / g / n, 2.4GHz

N	N	Home automation capabilities

N	N	Powered by USB 5V DC

N	N	Backup battery 3.7V

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA KEYPAD WITH SIREN AND PROXIMITY READER

VESTA-307
KPT-32-BLE

binnen NUMeRIek

N	N	VESTA wireless keyboard with proximity reader

N	N	Bluetooth for remote automatic disarming from Smartphone

N	N	Backlit keyboard with siren

N	N	It works with 3 CR123 batteries

4-BUTTON BIDIRECTIONAL RADIO BUTTON

VESTA-017N
RC-15-F1-2W

binnen GR
AD

O2

N	N	VESTA 4-button bidirectional radio button

N	N	Armed / disarmed, start and panic

N	N	Cover to prevent inadvertent use

N	N	Suitable for security and home automation

N	N	It works with 1 CR2032 3V lithium battery

N	N	8 year battery life

N	N	UL1023

N	N	EN50131 Grade 2, ClassII

PACK 10 VESTA 4-BUTTON RADIO BUTTON

VESTA-014-PACK10
RC-16-F1

binnen GR
AD

O2

N	N	PACK 10 VESTA 4-button radio button

N	N	Arm / disarm, start and panic

N	N	Cover to prevent unintentional use

N	N	Suitable for security and home automation

N	N	Powered by 1 3V CR2032 lithium battery

N	N	8 year battery life

N	N	UL1023

VESTA SMART RADIO REMOTE KEYPAD

VESTA-237
KP-23B

binnen GR
AD

O2 NUMeRIek

N	N	VESTA smart radio remote keypad

N	N	16 backlit keys for optimal night use

N	N	Power saving: consumes power only when in operation

N	N	Low battery detection

N	N	Protection against tampering and unauthorized removal

N	N	Dual key function to activate panic, fire or medical alarm

N	N	Two-way radio communication

N	N	Compact, low-profile design

N	N	Meets CE requirements

N	N	EN50131 Grade 2 certificate

N	N	Environmental class II

WIRED AND RADIO KEYBOARD + MIFARE READER + 2 TAGS

VESTA-125N
KPT-35N-COMBO-F1

binnen GR
AD

O3 LCD

N	N	VESTA keyboard combined RF (F1) + wired

N	N	RFID reader and 2 chiclet type proximity tags

N	N	Supports NFC tags and Mifare cards

N	N	Built-in siren

N	N	32-character LCD display

N	N	Up to 32 keyboards per system

N	N	4 wires via RS485, up to 150 m

N	N	For hybrid control panel programming

N	N	EN50131 Grade 3 certified

OUTDOOR PROXIMITY READER

VESTA-033N
TG-15N-F1

buiten

N	N	VESTA outdoor proximity reader

N	N	Supports proximity or NFC tags

N	N	Arming / disarming the system

N	N	Tamper 

N	N	Works with 1 AA 1.5V lithium battery

4-BUTTON RADIO REMOTE SWITCH FOR VESTA SYSTEM

VESTA-152
RC-29-F1

binnen

N	N	Remote radio button for instant control of the VESTA security system

N	N	Four buttons: Arm / Disarm / Start / Panic Alert

N	N	Durable and scratch resistant buttons

N	N	Low battery detection

N	N	The LED serves as an indicator of the transmission status

N	N	Portable keychain design

N	N	Easy to use and intuitive

N	N	Long duration battery

N	N	Suitable for security and home automation installations

REMOTE KEYPAD WITH PROXIMITY READER VESTA

VESTA-153
KPT-23N-F1

binnen GR
AD

O2 NUMeRIek

N	N	Remote keypad with VESTA proximity reader

N	N	Includes 2 chiclet-type proximity tags

N	N	16 backlit keys for optimum visibility at night

N	N	Allows the user to arm / disarm the security system by simply swiping RFID 

or NFC keyfobs

N	N	Supports up to 30 RFID or NFC key fobs

N	N	Power saving function: consumes power only when in operation

N	N	The dual key function for activating panic, fire, or medical alarms

N	N	Protection against tampering and unauthorized removal

N	N	Low battery detection

N	N	Wide RF communication range, faster signal transmission

N	N	Sleek, modern design with easy wall mounting

N	N	Certified to EN 50131 Grade 2, Environmental Class 

N	N	Complies with CE requirements

13.56MHZ VESTA NFC TAG

VESTA-209
VESTA-209

N	N	NFC Vesta TAG for Access Control

N	N	13.56Mhz frequency

N	N	2 cm reading range (depends on device)

N	N	Made of epoxy and ABS material

WIRED AND WIRELESS F1 KEYPAD WITH RFID READER

VESTA-125
KPT-35 COMBO

binnen GR
AD

O3 NUMeRIek

N	N	Built-in RFID reader

N	N	Includes 2 proximity tags

N	N	Accepts RFID tags and cards (ISO 15693)

N	N	Incorporates 97dB siren

N	N	Up to 4 keypads per system

N	N	4 wires via RS485, up to 150 metres

N	N	For programming VESTA hybrid control panels

N	N	EN50131 Grade 3 certified

VESTA 4-KEY BIDIRECTIONAL PUSH BUTTON

VESTA-144
RC-16-F1-2W

binnen GR
AD

O2

N	N	Armed / disarmed, start and panic

N	N	Cover to prevent inadvertent use

N	N	Suitable for security and home automation

N	N	It works with 1 CR2032 3V lithium battery, 8 year battery life

N	N	EN50131 Grade 2, ClassII

REMOTE KEYPAD WITH SIREN AND PROXIMITY READER VESTA

VESTA-150
KPT-32N

binnen GR
AD

O2 NUMeRIek

N	N	Allows arming / disarming / arming at home, manually or by swiping the RFID 

key fob

N	N	Supports up to 100 RFID key fobs

N	N	Dual function key buttons activate panic, fire, or medical emergency alarms

N	N	Standby mode for energy saving

N	N	14-button backlit keyboard for optimal nighttime visibility

N	N	Built-in siren for audible notification

N	N	Protection against tampering and unauthorized removal

N	N	Wide range of RF communication and faster signal transmission

N	N	Random supervisory signals to verify system integrity

N	N	Includes 2 chiclet proximity tags

N	N	Certified according to EN 50131 Grade 2, Environmental Class 

N	N	Siren included certified according to standard EN 50131 Grade 2, in acoustic 

element

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA DUAL TECHNOLOGY RADIO DETECTOR

VESTA-151
IRMP-23-F1

binnen GR
AD

O2 PET
Immunity

N	N	VESTA dual technology radio detector

N	N	12 meter coverage, 110 °

N	N	Microwave frequency 10,525GHz

N	N	Anti-pets up to 27 kg

N	N	Tamper proof

N	N	Powered by 2 1.5V alkaline batteries

N	N	EN50131 certification (Grade 2) 

ACOUSTIC GLASS BREAK DETECTOR VESTA

VESTA-037
ACGS-23-F1

binnen

N	N	Acoustic glass break detector VESTA

N	N	8 meter radius coverage

N	N	Four levels of sensitivity

N	N	Periodic supervision

N	N	Tamper proof

N	N	Powered by 1 3V CR123A lithium battery

TILT SENSOR VESTA FOR GARAGE

VESTA-034
GDTS-1-F1

binnen

N	N	Tilt sensor VESTA for garage

N	N	Alerts the system to inclinations of 45 °

N	N	Supports rules and scenes for automation

N	N	Tamper proof

N	N	Powered by 1 3V CR123A lithium battery

N	N	10 year battery life

MAGNETIC VIA RECESSED RADIO

VESTA-031
RDC-1-F1

binnen

N	N	Magnetic via recessed radio

N	N	Door / window opening / closing supervision

N	N	LED indicator for failure and test

N	N	Powered by 1 3V CR2 lithium battery

N	N	10 year battery life

MAGNETIC CONTACT VIA RADIO

VESTA-019
DC-23-F1

binnen GR
AD

O2

N	N	Magnetic contact via radio

N	N	28mm GAP

N	N	It works as a universal transmitter

N	N	Tamper proof

N	N	Powered by 1 3V CR123 lithium battery

N	N	10 year battery life

N	N	EN50131 Grade 2

VIBRATION AND GLASS BREAK DETECTOR

VESTA-040
SVGS-5-F1

binnen

N	N	Vibration and glass break detector

N	N	Detects large impacts or accumulation of minor impacts

N	N	Three levels of sensitivity threshold

N	N	It works with 3 3V CR2477 lithium batteries

N	N	5.5 year battery life

RADIO CURTAIN PIR DETECTOR

VESTA-051
IRC-29-F1

binnen

N	N	Radio curtain PIR detector

N	N	Coverage up to 10 meters, 10 ° x110 °

N	N	It can be installed on the ceiling

N	N	Tamper proof

N	N	Powered by 1 3V CR123A lithium battery

N	N	5 year battery life

PIR CAM RADIO DETECTOR VESTA

VESTA-008
VST-862-IL-F1-ALK

binnen GR
AD

O2 Beveiliging 
NUL ANGLE

N	N	PIR cam radio detector VESTA

N	N	PIR coverage of 10 meters, 90 °

N	N	Camera: 640x480 3ips, 320x240 3 / 6ips

N	N	102 ° wide angle lens

N	N	IR illumination

N	N	Powered by 2 x 1.5V alkaline batteries

N	N	Includes corner ball joint

PIR CAM RADIO DETECTOR VESTA

VESTA-007
VST-862-IL-F1

binnen GR
AD

O2 Beveiliging 
NUL ANGLE

N	N	PIR cam radio detector VESTA

N	N	PIR coverage of 10 meters, 90 °

N	N	Camera: 640x480 3ips, 320x240 3 / 6ips

N	N	102 ° wide angle lens

N	N	IR lighting

N	N	Powered by 3 x 3V CR123A lithium batteries

N	N	Includes corner ball joint

KEYPAD WITH SIREN AND NFC READER

VESTA-150N
KPT-35N-BDM

binnen 104db NUMeRIek

N	N	VESTA radio keypad with siren and NFC proximity reader

N	N	Backlit keypad with siren

N	N	Tamper protection

N	N	Operates with 3 lithium batteries

5 13.56MHZ VESTA NFC TAGS 

VESTA-209-BANK
VESTA-209-BANK

N	N	5 Vesta NFC TAGs for Access Control

N	N	Tags numbered from 1 to 5

N	N	13,56Mhz frequency

N	N	Reading range 2 cm (depending on the device)

N	N	Made of epoxy and ABS material

ALARM VESTA
DETECTOREN

DOOR / WINDOW MAGNET VIA RADIO

VESTA-006
OPDC-1-F1

binnen

N	N	Door / window magnet via radio

N	N	IR detection of opening and closing of doors / windows

N	N	Tamper proof

N	N	Compact and slim design

N	N	Powered by 1 AAA 1.5V alkaline battery

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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MAGNETIC DOOR / WINDOW CONTACT FROM VESTA

VESTA-085
SDC-1

binnen

N	N	Monitors unauthorized opening and closing of doors or windows

N	N	Ultra-thin design at just 4mm thick

N	N	Discreet mounting on doors and windows

N	N	Powered by a pre-installed long-lasting battery

N	N	Minimum energy consumption

N	N	Higher signal transmission speed, reliability and improved communication 

range

N	N	Supervisory signals ensure proper operation

N	N	Low battery detection

N	N	Simple and flexible radio installation

N	N	Suitable for residential and commercial premises

PIR CAM DETECTOR VIA RADIO VESTA

VESTA-096
VST-862P-LE-ALK

binnen GR
AD

O2 Beveiliging 
NUL ANGLE

PET
Immunity

N	N	PIR coverage of 10 meters, 90°

N	N	Camera: 640x4803ips, 320x2403/6ips

N	N	102° wide angle optics

N	N	LED lighting

N	N	Anti-pets up to 27 kg

N	N	Works with 2 AA batteries

N	N	Includes corner ball

N	N	EN50131 Grade 2, ClassII

VESTA MAGNETIC CONTACT VIA RADIO

VESTA-105
MDC-3-F1-BROWN

binnen GR
AD

O2

N	N	Allows creation of security and home automation scenes

N	N	Tamper tamper

N	N	It works with 1 CR2450 3V lithium battery

N	N	8 year battery life

N	N	Brown color

N	N	EN50131 Grade 2, ClassII

VESTA RADIO FLOOD DETECTOR

VESTA-026
WLS-23-F1

binnen buiten

N	N	VESTA radio flood detector

N	N	Wired water probe

N	N	It incorporates an 85dB siren

N	N	Periodic supervision

N	N	Powered by 1 3V CR123 lithium battery

N	N	Battery life of more than 10 years

N	N	Protection degree IP55

VESTA CEILING PIR DETECTOR

VESTA-015
IRD-23SL-F1

binnen
Beveiliging 
NUL ANGLE

N	N	VESTA ceiling PIR detector

N	N	Ø8 meter coverage, 360 °

N	N	2 levels of sensitivity

N	N	ADSP microprocessing

N	N	Tamper proof

N	N	Powered by 1 3V CR123A lithium battery

VESTA RADIO MAGNETIC CONTACT

VESTA-013
MDC-3-F1

binnen GR
AD

O2

N	N	VESTA radio magnetic contact

N	N	It allows the creation of security and home automation scenes

N	N	Tamper proof

N	N	Powered by 1 3V CR2450 lithium battery

N	N	8 year battery life

DUAL TECHNOLOGY CURTAIN DETECTOR WITH F1 VESTA COMPAT...

VESTA-062
9458U

binnen

N	N	Dual technology curtain detector with F1 VESTA compatible wireless 

transceiver

N	N	8 meter range, 30 °

N	N	24 GHz microwave frequency

N	N	Relay output and tamper

N	N	Low consumption

SMOKE AND CO DETECTOR VIA RADIO VESTA

VESTA-032
SDCO-F1

binnen
EN
14604

EN
50291

N	N	Smoke and CO detector via radio VESTA

N	N	Combined smoke and carbon monoxide sensor

N	N	Powered by 3 x 3V CR123A lithium batteries

N	N	10 year battery life

N	N	EN14604 and EN50291

DUAL TECHNOLOGY CURTAIN DETECTOR FOR OUTDOOR USE IN S...

VESTA-063
9456

buiten

N	N	Dual technology curtain detector with F1 VESTA compatible wireless 

transceiver for outdoor use

N	N	12-meter range, 7.5 °

N	N	24 GHz microwave frequency, and working mode

N	N	Relay output and tamper

N	N	IP54

N	N	Low consumption

PIR DETECTOR VIA OUTDOOR RADIO VESTA

VESTA-036
EIR-32-F1

buiten GR
AD

O2 Anti masking
PET
Immunity

N	N	PIR detector via outdoor radio VESTA

N	N	10 meter, 90 ° coverage

N	N	Pet 30/40/60 kg

N	N	Anti-masking and tamper-proof tamper

N	N	It works with 2 1.5V L91 lithium batteries

N	N	5 year battery life

N	N	Protection degree IP55

VESTA RADIO SMOKE DETECTOR

VESTA-022
SD-8EL-F1

binnen
EN
14604

N	N	VESTA radio smoke detector

N	N	Reflective photoelectric sensor

N	N	It incorporates an 85dB siren at 3 meters

N	N	It works with 3 AA alkaline batteries

N	N	Battery life of 4.5 years

N	N	EN14604 certified

VESTA OUTDOOR RADIO PIR CAM DETECTOR

VESTA-024
VST-862EX-IL-F1

buiten GR
AD

O2 PET
Immunity

N	N	VESTA outdoor radio PIR cam detector

N	N	10 meter, 90 ° coverage

N	N	Two levels of sensitivity

N	N	Camera: 640x480 3ips, 320x240 3 / 6ips

N	N	102 ° wide angle lens

N	N	IR lighting of 7 meters

N	N	Anti-pets up to 27 kg

N	N	Tamper proof

N	N	It works with 4 L91 1.5V lithium batteries

N	N	5 year battery life

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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MAGNETIC CONTACT VESTA

VESTA-200
DC-15SL-2W

binnen GR
AD

O2

N	N	VESTA magnetic contact

N	N	Supervises the opening and closing of doors, windows, cabinets and drawers

N	N	Built-in extension terminal for greater flexibility in adding hardwired detectors

N	N	It works as a universal transmitter

N	N	Random supervisory signals to verify system integrity

N	N	The LED serves as a test and fault mode indicator

N	N	Via radio for easy installation

N	N	Wide range of RF communication and faster signal transmission

N	N	Protection against manipulation

N	N	Low battery detection

N	N	Meets CE requirement

N	N	EN50131 Grade 2 certificate

N	N	Environmental class II

PIR DETECTOR VIA RADIO VESTA WITH ANTI-PETS

VESTA-203
IRP-29-F1

binnen GR
AD

O2 PET
Immunity

N	N	PIR detector via radio VESTA with anti-pets

N	N	12 meter detection range with 110 ° angle

N	N	Detects motion using passive infrared technology

N	N	Microprocessor controlled with advanced adaptive digital signal processing 

(ADSP) algorithms for false alarm immunity

N	N	Immunity to pets up to 27 kg

N	N	Two selectable sensitivity levels

N	N	Wall or corner mounting

N	N	Random supervisory signals for system integrity

N	N	High immunity to false alarms

N	N	Low battery detection

N	N	Fast signal transmission and wide RF range

N	N	Superior white light and noise rejection

N	N	Automatic energy saving mechanism

N	N	Superior rejection of radio interference

N	N	Automatic energy saving mechanism

N	N	Protection against tampering and sabotage

N	N	Status LEDs

N	N	Sensitivity control with temperature compensation

N	N	Meets UL639 and EN50131 Grade 2

N	N	Environmental Class II

WIRELESS GLASS BREAKAGE DETECTOR

VESTA-201
SVGS-1-F1

binnen

N	N	Shock sensor and glass breakage

N	N	Detect shock attacks and glass breakage

N	N	Suitable for glass surfaces

N	N	Periodic supervision

N	N	It works with 1 CR2032 3V lithium battery

N	N	Battery life of 4.5 years

PIR DETECTOR VIA RADIO VESTA

VESTA-202
IR-29-F1

binnen GR
AD

O2

N	N	VESTA PIR detector via radio

N	N	12 meter detection range with 110 ° angle

N	N	Powered by alkaline batteries

N	N	Microprocessor controlled with advanced ADSP algorithms for false alarm 

immunity

N	N	Super speed signal transmission

N	N	Panel support F1

N	N	Two selectable sensitivity levels

N	N	Surface or corner mounting with anti-tamper or pull-out protection

N	N	Optional mounting accessory: swivel bracket

N	N	Random monitoring signals for system integrity checks and troubleshooting

N	N	Meets CE requirements

N	N	Low battery detection

N	N	Superior white light and noise rejection

N	N	Superior rejection of radio interference up to 20 V / m at frequencies from 

100 KHz to 1 GHz

N	N	Automatic power saving mechanism

N	N	Insect and dirt proof

N	N	Compact and low profile

N	N	LED that serves as a test and fault mode indicator or as a walk test mode 

button

N	N	Sensitivity control with temperature compensation

N	N	EN50131 Grade 2 certificate

N	N	Environmental class II

VESTA DUAL TECHNOLOGY DETECTOR AND CURTAIN COVERAGE

VESTA-154
EIRC-1-F1

buiten Anti masking

N	N	Passive infrared motion detection and microwave technology

N	N	Curtain detection pattern

N	N	Microprocessor controlled with advanced adaptive digital signal processing 

(ADSP) algorithms

N	N	Two selectable sensitivity levels

N	N	High immunity to false alarms

N	N	Automatic energy saving system

N	N	Automatic sensitivity control with temperature compensation

N	N	Anti-masking and tampering protection

N	N	Random supervisory signals for system integrity

N	N	Degree of protection IP45 for outdoor use

N	N	Ideal for balconies, floor-to-floor windows, poolside, garage, driveways, 

French doors, sidewalks

VESTA TEMPERATURE SENSOR

VESTA-157
TS-29-F1

binnen

N	N	Temperature detection range from -30 ° C to 50 ° C

N	N	Provides notification when the temperature fluctuates by 2 ° C

N	N	Regular transmission of temperature signals in the designated interval

N	N	Excellent stability with high sensitivity

MAGNETIC CONTACT VESTA

VESTA-199
DC-16SL-F1

binnen GR
AD

O2

N	N	Long duration battery

N	N	High speed signal transmission

N	N	Compatible with F1 control panels

N	N	Powered by pre-installed lithium batteries for easy installation

N	N	Mounted on door or window frames

N	N	Tamper protection

N	N	Random monitoring signals for system integrity checks and troubleshooting

N	N	The power magnet allows for a total side-to-side clearance distance of 32mm

N	N	Test and fault mode indicator led

N	N	EN50131 Grade 2 certificate

PIR DETECTOR VIA RADIO VESTA

VESTA-136
IRP-29-F1

binnen GR
AD

O2 PET
Immunity

N	N	12 meter coverage, 110 °

N	N	Long Range RF F1

N	N	2 levels of sensitivity

N	N	Includes corner joint

N	N	Pet inmunity up to 27 kg

N	N	It works with 3 3V CR123A lithium batteries, 5-year battery life

N	N	EN50131 Grade 2, Environmental Class 

MAGNETIC CONTACT VIA RADIO

VESTA-126
DC-23-F1 BROWN

binnen GR
AD

O2

N	N	28mm GAP

N	N	It works as a universal transmitter

N	N	Tamper tamper

N	N	It works with 1 3V CR123 lithium battery, 10-year battery life

N	N	EN50131 Grade 2

VESTA DUAL TECHNOLOGY RADIO DETECTOR

VESTA-016
IRM-23-F1

binnen GR
AD

O2

N	N	Adaptive detection range of 3 to 12 meters

N	N	110 ° detection angle

N	N	It combines a PIR sensor with a 10.525GHz microwave sensor

N	N	Wide RF range

N	N	Fast signal transmission

N	N	Advanced adaptive digital signal processing (ADSP) algorithms

N	N	High immunity to RFI / EMI

N	N	Long duration battery

N	N	Automatic energy saving mechanism

N	N	Temperature compensation

N	N	Wall or corner mounting

N	N	Self supervision and self test

N	N	Tamper protection

N	N	The LEDs show the operating status

N	N	EN50131 certification (Grade 2) 

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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MAGNETIC CONTACT VESTA

VESTA-246
DC-15SL-2W-BROWN

binnen GR
AD

O2

N	N	VESTA magnetic contact

N	N	Supervises the opening and closing of doors, windows, cabinets and drawers

N	N	Built-in extension terminal for greater flexibility in adding hardwired detectors

N	N	It works as a universal transmitter

N	N	Random supervisory signals to verify system integrity

N	N	The LED serves as a test and fault mode indicator

N	N	Via radio for easy installation

N	N	Wide range of RF communication and faster signal transmission

N	N	Protection against manipulation

N	N	Low battery detection

N	N	Meets CE requirement

N	N	EN50131 Grade 2 certificate

N	N	Environmental class II

VESTA MAGNETIC CONTACT WITH 2 EXTENSION TERMINALS

VESTA-249
DC-15Z2-2W

binnen

N	N	VESTA magnetic contact

N	N	Bidirectional communication

N	N	Supervises the opening and closing of doors, windows, wardrobes, and 

drawers

N	N	Incorporates two extension terminals for greater flexibility: terminal 1 (NC) for 

wired detectors or shutter motors and terminal 2 (NC) for an external tamper 

switch

N	N	Functions as a universal transmitter

N	N	Random supervisory signals to verify system integrity

N	N	LED serves as test mode and fault indicator

N	N	Radio path for easy installation

N	N	Wide RF communication range and faster signal transmission

N	N	Tamper protection

N	N	Low battery detection

N	N	CE compliant

N	N	EN50131 Grade 2 certified

N	N	Environmental Class II

LIGHT DETECTOR WITH TEMPERATURE AND HUMIDITY SENSOR V...

VESTA-223
LMHT-3-F1

binnen

N	N	VESTA light detector with temperature and humidity sensor

N	N	Measure and report variations in light intensity

N	N	Detects temperatures from -10 ° C ~ 50 ° C

N	N	Humidity range of 0 ~ 100 RH

N	N	Periodic broadcasts at 30-33 minute intervals or when the temperature 

changes by 2 ° C, the humidity changes by 10 RH or the current lighting 

changes by 10

N	N	Allows home automation and security systems to turn lights and appliances 

on / off according to ambient light levels

N	N	Incorporates infrared and ultraviolet ray blocking capabilities

N	N	Wide range of radio communication, faster signal transmission

N	N	Periodic monitoring signals to ensure optimal operation

N	N	Minimal power consumption, long battery life

N	N	LED status indicator

N	N	Low battery detection

N	N	Easy installation

INDOOR PIRCAM DETECTOR WITH ANTI-PETS AND ANTI-MASKIN...

VESTA-245
VST-892-ALK

binnen GR
AD

O2 Beveiliging 
NUL ANGLE Anti masking

PET
Immunity

N	N	PIRCAM Vesta indoor detector

N	N	Detection range of 10 metres, 90°

N	N	Advanced dynamic speed adjustment algorithms to maintain an image 

transfer rate depending on signal quality

N	N	Installation height of 2.3 ~ 2.5 metres

N	N	Anti-pet up to 20 kg / 50 cm

N	N	Detection without blind spots

N	N	Remotely adjustable sensitivity

N	N	Three alarm image processing options: 640x4803ips, 320x2403ips and 

320x2406ips

N	N	Image delivery on demand

N	N	Anti-masking function

N	N	Night-time white light illumination capability, up to 5 metres range (flash 

deterrent effect)

N	N	F1 technology accelerates transmission speed and increases the 

communication range

N	N	Periodic monitoring signals

N	N	Tamper protection

N	N	Low battery detection

N	N	Suitable for security and home automation

N	N	Compatible with Climax F1 gateways/control panels and VESTA-030 repeater 

(RP-29-F1)

PIRCAM DETECTOR FOR INTERIOR WITH PET INMUNITY AND AN...

VESTA-211
VST-892-IL ALK

binnen GR
AD

O2 Anti masking
PET
Immunity

N	N	PIRCAM Vesta detector for interior

N	N	Detection range of 10 meters, 90 °

N	N	Advanced dynamic speed adjustment algorithms to maintain image transfer 

rate based on signal quality

N	N	Installation height of 2.3 ~ 2.5 meters

N	N	Anti-pets up to 20 kg / 50 cm

N	N	Detection without blind spots

N	N	Remotely adjustable sensitivity

N	N	Three alarm image processing options: VGA one color (640x480), QVGA three 

color (320x240), QVGA six color (320x240)

N	N	Image delivery on demand

N	N	Antimasking function

N	N	Night illumination capacity using infrared light, up to 7 meters range

N	N	F1 technology accelerates the transmission speed and increases the 

communication range

N	N	Periodic supervisory signals

N	N	Protection against manipulations

N	N	Low battery detection

N	N	Suitable for security and home automation

N	N	Compatible with Climax F1 gateways / control panels and the VESTA-030 

repeater (RP-29-F1)

VESTA MULTIFUNCTIONAL SMOKE AND HEAT DETECTOR

VESTA-221
SD-29-HME-SC-F1

binnen

N	N	VESTA multifunctional smoke and heat detector

N	N	Photoelectric + thermal sensor

N	N	Ø8 meter PIR detector

N	N	The PIR supports scene creation

N	N	Siren activation + LED programmable in rules

N	N	3 CR123 lithium batteries

VESTA CARBON MONOXIDE DETECTOR

VESTA-204
CO-8-P2-F1

binnen
EN
50291

N	N	Electrochemical sensor to control the level of CO

N	N	Self-diagnosis function to ensure optimal performance

N	N	Loud 85dB siren for audio alert

N	N	Alarm silence button to silence nuisance alarms

N	N	Excellent stability with high sensitivity

N	N	Wide RF range and high speed data transmission

N	N	Minimal power consumption with long battery life

N	N	Two-color LED status indicator for visual notification

N	N	Low battery detection

N	N	Random supervisory signals to verify system integrity

N	N	Suitable for residential and commercial premises

N	N	Complies with EN-50291

THERMAL-THERMOVELOCIMETRIC DETECTOR VESTA

VESTA-205
HD-9-F1

binnen

N	N	Alarm for rate of increase of 8.3 ° C per minute or when exceeding 57 ° C

N	N	High stability and sensitivity

N	N	Regular monitoring to verify the integrity of the system

N	N	Low battery warning

N	N	Test button to test functions

N	N	Built-in siren for audio alerts

N	N	Siren power of 95dB at 1 meter

VESTA OUTDOOR CURTAIN PIRCAM

VESTA-210
VST-892-EXC-IL

buiten GR
AD

O2 Anti masking
PET
Immunity

N	N	Coverage of 12 meters, 8°(V) / 90°(H)

N	N	Camera: 640x4803ips, 320x2403/6ips

N	N	102° optics, IR illumination of 7 meters

N	N	Antimasking and antipet function 60 kg

N	N	Includes VESTA-213 swivel mount

N	N	Grade 2

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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VESTA OUTER DOOR SENSOR

VESTA-335
DC-32-EX

buiten

N	N	VESTA outer door sensor

N	N	Detect unauthorized opening/closing of exterior doors

N	N	High power magnet

N	N	extension terminal

N	N	IP66 protection

VESTA MULTIFUNCTIONAL SMOKE DETECTOR

VESTA-336
SD-32-HM-SC

binnen

N	N	VESTA multifunctional smoke detector

N	N	It incorporates heat sensor, PIR and interconnection function

N	N	PIR range of 6 meters

N	N	Incorporates 85dB siren

N	N	It works with 3 CR123 lithium batteries

N	N	Battery life of 10 years

VESTA SMOKE DETECTOR

VESTA-306
SD-8EL-R3-F1 868

binnen
EN
14604 95db

N	N	VESTA optical smoke detector

N	N	Reflective photoelectric sensor

N	N	Auto calibration and 95dB siren

N	N	Works with 3 AA alkaline batteries

N	N	Battery life of 4.3 years

N	N	EN14604

MAGNETIC + SHOCK AND VIBRATION DETECTOR

VESTA-060N
DCSV-29-F1

binnen GR
AD

O2

N	N	Magnetic + VESTA shock and vibration detector

N	N	Supervises the opening / closing of doors

N	N	Works on glass, wood, metal, and concrete

N	N	Tamper tamper

N	N	It works with 1 3V CR123 lithium batteries

N	N	5 year battery life

N	N	EN50131 Grade 2

PIR DETECTOR VIA RADIO

VESTA-176
IR-35-F1

binnen
PET
Immunity

N	N	VESTA radio PIR detector

N	N	15 meter coverage, 130 °

N	N	45 kg anti-pet (configurable remotely)

N	N	Automatic PIR sensor calibration

N	N	Double detection function configurable from App Installer

N	N	2 levels of sensitivity (remotely configurable)

N	N	Efficient dwell time between detections

N	N	Optional swivel bracket

N	N	It works with 2 AA alkaline batteries of 1,5V

N	N	7.6 year battery life

PIR DETECTOR VIA RADIO

VESTA-177
IR-35SL-F1

binnen
PET
Immunity

N	N	VESTA radio PIR detector

N	N	15 meter coverage, 130 °

N	N	45 kg anti-pet (configurable remotely)

N	N	Automatic PIR sensor calibration

N	N	Double detection function configurable from App Installer

N	N	2 levels of sensitivity (remotely configurable)

N	N	Efficient dwell time between detections

N	N	Optional swivel bracket

N	N	It works with 1 CR123 battery, 5.8 year battery life

INDOOR PIRCAM WITH ANTI-PETS AND ANTI-MASKING

VESTA-270
VST-892-IL (LITHIUM)

binnen GR
AD

O2 Beveiliging 
NUL ANGLE Anti masking

PET
Immunity

N	N	PIRCAM Vesta indoor detector

N	N	Detection range of 10 metres, 90°

N	N	Advanced dynamic speed adjustment algorithms to maintain an image 

transfer rate depending on signal quality

N	N	Installation height of 2.3 ~ 2.5 metres

N	N	Anti-pet up to 20 kg / 50 cm

N	N	Detection without blind spots

N	N	Remotely adjustable sensitivity

N	N	Three alarm image processing options: 640x4803ips, 320x2403ips and 

320x2406ips

N	N	Image delivery on demand

N	N	Anti-masking function

N	N	Infrared night illumination capability, up to 7 metres range

N	N	F1 technology accelerates transmission speed and increases communication 

range

N	N	Periodic monitoring signals

N	N	Tamper protection

N	N	Low battery detection

N	N	Suitable for security and home automation

N	N	Compatible with Climax F1 gateways/control panels and VESTA-030 repeater 

(RP-29-F1)

PIR DETECTOR VIA RADIO

VESTA-009N
IR-16SL-F1

binnen GR
AD

O2

N	N	VESTA radio PIR detector

N	N	12 meter coverage, 110 °

N	N	2 levels of sensitivity

N	N	Optional swivel bracket

N	N	It works with a 3V CR123A lithium battery

N	N	5.8 year battery life

N	N	EN50131 Grade 2

VESTA MAGNETIC CONTACT WITH 2 EXTENSION TERMINALS

VESTA-264
DC-15Z2-2W-BROWN

binnen

N	N	VESTA magnetic contact

N	N	Bidirectional communication

N	N	Supervises the opening and closing of doors, windows, wardrobes, and 

drawers

N	N	Incorporates two extension terminals for greater flexibility: terminal 1 (NC) for 

wired detectors or shutter motors and terminal 2 (NC) for an external tamper 

switch

N	N	Functions as a universal transmitter

N	N	Random supervisory signals to verify system integrity

N	N	LED serves as test mode and fault indicator

N	N	Radio path for easy installation

N	N	Wide RF communication range and faster signal transmission

N	N	Tamper protection

N	N	Low battery detection

N	N	CE compliant

N	N	EN50131 Grade 2 certified

N	N	Environmental Class II

TEMPERATURE SENSOR WITH EXTERNAL PROBE VESTA

VESTA-248
TSO-9-EL-F1

binnen

N	N	VESTA temperature sensor

N	N	Excellent stability with high sensitivity

N	N	Two-pin terminal to connect the external temperature probe

N	N	The external temperature probe detects temperatures between -40°C and 

+100°C

N	N	It transmits notifications when the temperature fluctuates by 2°C

N	N	It transmits the temperature with frequencies of between 30 and 45 minutes

N	N	Longer battery life compared to the previous model

N	N	LED indicator

N	N	Regular supervisory signals to verify system integrity

N	N	Designed for residential and commercial security applications

N	N	Tamper protection to prevent sabotage

N	N	Low battery detection

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl
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ALARM VESTA | DETECTORENALARM VESTA | DETECTOREN

INDOOR PIRCAM VESTA DETECTOR

VESTA-211N
VST-892-IL ALK

binnen GR
AD

O2 Anti masking
PET
Immunity

N	N	PIR coverage of 10 meters, 90°

N	N	Sensitivity configurable from APP

N	N	Optics 102°, IR illumination of 7 meters

N	N	Anti-masking function

N	N	Anti-pet 20 kg / 50 cm

N	N	Compatible with BOGP control panels

N	N	EN50131 Grade 2 certified

INDOOR PIRCAM DETECTOR WITH ANTI-PET AND ANTI-MASKING...

VESTA-245N
VST-892-ALK

binnen GR
AD

O2 Beveiliging 
NUL ANGLE Anti masking

PET
Immunity

N	N	Detection range of 10 metres, 90°

N	N	Anti-pet up to 20 kg / 50 cm

N	N	Remotely adjustable sensitivity

N	N	Image delivery on demand

N	N	Anti-masking function

N	N	White light illumination capability, up to 5 metres range (flash deterrent effect)

N	N	Tamper protection

N	N	Compatible with Climax F1 gateways/control panels and VESTA-030 repeater 

(RP-29-F1).BOGP compatible

INDOOR PIRCAM WITH ANTI-PET AND ANTI-MASKING COMPATIB...

VESTA-270N
VST-892-IL (LITHIUM)

binnen GR
AD

O2 Beveiliging 
NUL ANGLE Anti masking

PET
Immunity

N	N	Detection range of 10 metres, 90°

N	N	Anti-pet up to 20 kg / 50 cm

N	N	Remotely adjustable sensitivity

N	N	Image delivery on demand

N	N	Anti-masking function

N	N	Infrared night illumination capability, up to 7 metres range

N	N	Tamper protection

N	N	Compatible with Climax F1 gateways/control panels and VESTA-030 repeater 

(RP-29-F1)

N	N	BOGP compatible

DUAL PIR DETECTOR

VESTA-350
HE110X + VESTA-148 (WHITE)

buiten

N	N	Double PIR detector, detection range 2m, detection angle 35, incorporates 

VESTA radio transmitter (F1)

N	N	For windows / doors, 4 zones

N	N	IP55

DOUBLE PIR DETECTOR, DETECTION RANGE 2M, DETECTION AN...

VESTA-351
HE111X + VESTA-148 (BROWN)

buiten

N	N	Double PIR detector, detection range 2m, detection angle 35, incorporates 

VESTA radio transmitter (F1)

N	N	For windows / doors, 4 zones

N	N	IP55

DUAL-TECHNOLOGY WIRELESS CURTAIN EFFECT BLIND DETECTO...

VESTA-352
HE-131 + VESTA-148 (WHITE)

buiten

N	N	Wireless detector of curtain effect blinds with double technology, with anti-

masking, incorporates transmitter via radio VESTA F1

N	N	IP54

DUAL TECHNOLOGY WIRELESS CURTAIN EFFECT BLIND DETECTO...

VESTA-353
HE-131M + VESTA-148 (BROWN)

buiten

N	N	Wireless detector of curtain effect blinds with double technology, with anti-

masking, incorporates transmitter via radio VESTA F1

N	N	IP54

MAGNETIC CONTACT VIA RADIO

VESTA-126N
DC-23-F1 868 BROWN

binnen GR
AD

O2

N	N	Magnetic contact via radio

N	N	28mm GAP

N	N	It works as a universal transmitter

N	N	NO/NC zone input

N	N	Tamper tamper

N	N	It works with 1 3V CR123 lithium battery

N	N	10-year battery life

N	N	Brown color

N	N	EN50131 Grade 2

PIRCAM DETECTOR VIA RADIO VESTA FOR OUTDOORS.

VESTA-347
VST-892EX-IL-F1

buiten

N	N	VESTA PIRCAM detector via radio for outdoor use

N	N	Coverage of 10 meters

N	N	Camera: 640x4803ips, 320x2403/6ips

N	N	Optics 102°, IR illumination of 7 meters

N	N	Anti-masking and anti-pet function 60 kg

N	N	Grade 2

SMOKE DETECTOR AND CO VIA + PIR RADIO VESTA

VESTA-348
SDCO-3F-1

RAADPLEGEN

binnen

N	N	Smoke and CO detector VESTA

N	N	Combined smoke and carbon monoxide sensor

N	N	Built-in PIR motion sensor

N	N	Works with 3 CR123A lithium batteries of 3V

N	N	Battery life of 4 years

KIT VESTA 4G

VESTA-345
PKB1MDC3R2F1L020

binnen GR
AD

O2

N	N	VESTA radio magnetic contact

N	N	It allows the creation of security and home automation scenes

N	N	Tamper proof

N	N	Powered by 1 3V CR2450 lithium battery

N	N	8 year battery life

KIT VESTA 4G

VESTA-136N
IRP-16SL-P2-F1-868

binnen GR
AD

O2 PET
Immunity

N	N	VESTA PIR detector via radio

N	N	12 meter coverage, 110 °

N	N	Long Range RF F1

N	N	2 levels of sensitivity

N	N	Includes corner joint

N	N	Pet inmunity up to 27 kg

N	N	It works with 3 3V CR123A lithium batteries

N	N	5-year battery life

N	N	EN50131 Grade 2, Environmental Class 

MAGNETIC CONTACT VIA RADIO

VESTA-019N
DC-23-F1 868

binnen GR
AD

O2

N	N	Magnetic contact via radio

N	N	28mm GAP

N	N	It works as a universal transmitter

N	N	NO/NC zone input

N	N	Tamper proof

N	N	Powered by 1 3V CR123 lithium battery

N	N	10 year battery life

N	N	EN50131 Grade 2

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
kennisgeving. Neem contact op met uw leverancier voor meer informatie: nederland@bydemes.com | vestasecurity.eu/nl



40 41

ALARM VESTA | SIRENES EN ROOKGENERATORALARM VESTA | SIRENES EN ROOKGENERATOR

INDOOR SIREN CA VESTA

VESTA-005N
SRV-23B-F1 868

binnen 95db

N	N	Indoor siren CA VESTA

N	N	Indoor siren and door bell

N	N	95dB power at 1 meter

N	N	Directly AC powered

N	N	Voice messages

N	N	Multi language

N	N	Rechargeable backup battery

OUTDOOR SIREN VIA RADIO

VESTA-107N
BX-32-F1

buiten GR
AD

O2 104db

N	N	VESTA outdoor siren of 104dB at 1 meter

N	N	Sounds of fire and theft

N	N	Four levels of siren volume

N	N	Programmable 3/5/10 minutes

N	N	Tamper protection

N	N	Configurable from App / Web installer

OUTDOOR SIREN VIA RADIO

VESTA-207N
BX-23B-AC

buiten GR
AD

O2

N	N	VESTA outdoor siren via radio

N	N	Sound power of 107dB at 1 meter

N	N	Adjustable volume by DIP switch

N	N	Tamper tamper

N	N	It works with batteries or connected to the AC network

N	N	Allows remote configurations

SAFETY SMOKE GENERATOR VIA RADIO FOR VESTA SYSTEM

VESTA-156
NEBULAVESTA

binnen

N	N	Safety smoke generator for VESTA system

N	N	A system consisting of a single body with DIO-52 interface

N	N	Ideal for saturating a room of approximately 150 m

N	N	The smoke generated is certified non-toxic

N	N	Saturation capacity around 100/130 cubic meters, delivery time 25 seconds

N	N	Installation without electrical connections

N	N	Battery life up to 4 years

N	N	Capsule life of 5 years

N	N	Piezoelectric siren of programmable duration

N	N	360° adjustable nozzle

N	N	Exit hole with the anti-screw template

N	N	Smoke cartridge with safety systems

N	N	NYLON housing filled with GLASS for high performance

N	N	Metal nozzle for perfect resistance to high temperatures

N	N	Tests carried out by a specific qualified laboratory with certification release

N	N	Actual duration depends on conditions of use, operating environment and 

alarm cycles

VESTA EMERGENCY LIGHT AND SIREN

VESTA-218
ELSR-35

binnen

N	N	VESTA emergency light and siren

N	N	Flashing LED and audible alert in case of fire alarm

N	N	Built-in temperature sensor

N	N	-10 ° C ~ 50 ° C temperature detection range

N	N	Tamper protection to prevent unauthorized removal and sabotage

N	N	Via radio for flexible installation

N	N	Suitable for residential and commercial security applications

N	N	Different sounds for each type of alarm: intruder alarm, fire alarm, and water 

leakage alarm

VESTA INDOOR SIREN

VESTA-108
SR-32-F1

binnen GR
AD

O2 104db

N	N	VESTA indoor siren

N	N	104dB output level at 1 meter

N	N	Differentiated alarm sounds for fires and burglaries

N	N	Lightweight and flexible to install

N	N	Programmable siren with durations of 3/5/10 minutes

N	N	Audible notifications for arming, disarming, and low battery status

N	N	Periodic monitoring signals to verify the integrity of the system

N	N	Tamper protection prevents unauthorized removal and tampering

N	N	Different sounds for each type of alarm: intruder alarm, fire alarm, and water 

leakage alarm

N	N	Compatible with VESTA F1 alarm panels

N	N	Meets CE requirement

N	N	EN50131 Grade 2, ClassIV

VESTA OUTDOOR SIREN VIA RADIO

VESTA-119N
BX-23-F1-ORANGE

buiten GR
AD

O2 107db

N	N	VESTA outdoor siren via radio

N	N	Orange pilot

N	N	Sound power of 107dB at 1 meter

N	N	Four volume levels

N	N	Tamper tamper

N	N	It works with 4 alkaline batteries of 1,5V

N	N	Degree of protection IP56

N	N	EN50131-4 / EN50131-5-3 Grade 2, Environmental Class IV

N	N	Different sounds for each type of alarm: intruder alarm, fire alarm and water 

leakage alarm

ALARM VESTA
SIRENES EN ROOKGENERATOR

OUTDOOR SIREN VIA RADIO VESTA

VESTA-020
BX-23-F1

buiten GR
AD

O2 107db

N	N	Outdoor siren via radio VESTA

N	N	Sound power of 107dB at 1 meter

N	N	Four volume levels

N	N	Tamper proof

N	N	It works with 4 1.5V alkaline batteries

N	N	Protection degree IP56

N	N	EN50131-4 / EN50131-5-3 Grade 2, Environmental class IV

N	N	Different sounds for each type of alarm: intruder alarm, fire alarm, and water 

leakage alarm

VESTA OUTDOOR SIREN

VESTA-107
BX-32-F1

buiten GR
AD

O2 104db

N	N	VESTA outdoor siren

N	N	The output level of the siren is 104dB at 1 meter

N	N	Unique alarm sounds for fire and burglaries

N	N	Four selectable siren volume levels

N	N	Siren with programmable durations of 3/5/10 minutes

N	N	Arm / disarm beep notifications, door chime and low battery status

N	N	IP65 waterproof and UV resistant housing

N	N	Lightweight and flexible to install

N	N	Tamper protection prevents unauthorized removal and tampering

N	N	Periodic monitoring signals to verify the integrity of the system

N	N	Different sounds for each type of alarm: intruder alarm, fire alarm and water 

leakage alarm

N	N	Compatible with VESTA F1 gateways/control panels

N	N	Meets CE requirement

N	N	EN50131 Grade 2, Class IV

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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ALARM VESTA | MODULES EN UITBREIDINGENALARM VESTA | SIRENES EN ROOKGENERATOR / VESTA IP CAMERA’S / MODULES EN UITBREIDINGEN

F1 868MHZ RADIO TRANSMITTER

VESTA-148
GEN-TX-F1

N	N	The transmitter is installed inside the detector

N	N	It allows sending RF signals via radio to the control panel

N	N	Learn / test button

N	N	LED indicator

N	N	Sends low battery signals

N	N	It transmits periodic supervisory signals

N	N	Easy installation

150MBPS WIRELESS N NANO USB ADAPTER

VESTA-064N
VESTA-064N

N	N	Special adapter to add WIFI connectivity to HSGW VESTA control panels

N	N	150Mbps Wireless N Nano USB

N	N	Design so small that once connected you can leave it in the USB port

N	N	Fast transmission speed of up to 150Mbps, ideal for video streaming or 

internet calls

N	N	Advanced security: Supports 64/128 WEP, WPA, PA2 / WPA-PSK / WPA2-PSK 

(TKIP / AES)

N	N	Get connected immediately with the installation utility in 14 languages

VESTA REPEATER ROUTER

VESTA-217
RMB-29

binnen

N	N	Extends radio range to hard-to-reach areas

N	N	Connects to a standard electrical outlet

N	N	Multiple regional outlets available

N	N	Provides a 24-hour rechargeable backup battery

N	N	AC fault detection

N	N	Compatible with the PIRCAMs of the VST-862-F1 series

N	N	Bi-color LED status indicator

N	N	Sleek, compact design for discreet deployment

N	N	Periodic monitoring signals to check the integrity of the system

N	N	Suitable for residential and commercial premises

ZIGBEE VESTA DONGLE

VESTA-045
ZBS-DONGLE

N	N	ZigBee VESTA Dongle

N	N	It allows equipping the centrals with ZigBee connectivity through the USB port

N	N	ZigBee Profile: Home Automation 1.2

N	N	Up to 200 meters

N	N	USB 2.0, virtual COM FTDI port

VESTA WIFI DONGLE

VESTA-064
WIFI DONGLE

N	N	VESTA WiFi Dongle

N	N	It allows equipping the centrals with WiFi connectivity through the USB port

N	N	Up to 200 meters

N	N	USB 2.0

VESTA UNIVERSAL TRANSMITTER WITH LONG BATTERY LIFE

VESTA-110
UT-15SL-F1

GR
AD

O2

N	N	VESTA universal transmitter with long battery life

N	N	Detects activation of a connected wired device, including door contact, PIR or 

PIRcam detector, smoke detector, or panic button

N	N	Compact and slim design for easy mounting

N	N	Low battery detection

N	N	Random monitoring signals for trouble-free system integrity check

N	N	Tamper protection protects against unauthorized removal, sabotage, or 

unstable installation

N	N	Grade 2

2MP IP WIFI CAMERA WITH IR 30M, IP67

VESTA-293
VESTA-293

buiten

N	N	VESTA 2MP WiFi IP bullet camera active deterrence and IR 30m for outdoors

N	N	Built-in Active Deterrence Spotlights

N	N	H.265, H.264 format

N	N	1080P 25IPS digital resolution

N	N	2.8mm (102 °) fixed lens

N	N	16 X digital zoom

N	N	Video sensor, configurable region, people detection

N	N	Built-in microphone

N	N	MicroSD slot

N	N	RJ45 Fast Ethernet Onvif IP67 12V DC button reset

ALARM VESTA
MODULES EN UITBREIDINGEN

RADIO WIRING CONVERTER

VESTA-027
HWC-1B-F1

N	N	Converts 9 wired zones into wireless zones

N	N	Allows power supply to detectors

N	N	Terminal connection

N	N	Allows resistance values between 1K and 10K

N	N	Tamper tamper

N	N	Back-up battery included: AAA Ni-Mh rechargeable battery pack, 750 mAh

N	N	EN50131 Grade 2 certified

VESTA RADIO EXTENDER / REPEATER

VESTA-030
RP-29-F1

GR
AD

O2

N	N	Extends the communication range between the sensors and the Control panel

N	N	Rechargeable backup battery

N	N	Tamper proof

N	N	Includes 220V power supply

N	N	Grade 2

INTERIOR ALARM VIA RADIO

VESTA-373
SR-35-F1

binnen 104db

N	N	Indoor radio alarm of 95dB at 1 meter

N	N	Remote programming

N	N	Fire and burglary sounds

N	N	Programmable 3/5/10 minutes

N	N	Periodic supervision signals

N	N	Tamper protection

ALARM VESTA
VESTA IP CAMERA'S

INDOOR WIFI 2MP IR IP CAMERA 10M

VESTA-291
VESTA-291

binnen

N	N	Compact 2MP VESTA WiFi IP camera with 10m infrared illumination for indoor 

N	N	H.265 and H.264 format

N	N	1080P 25 / 30IPS digital resolution

N	N	2.8mm (112 °) fixed lens

N	N	16 X digital zoom

N	N	Motion detection, human detection, configurable region, abnormal sound alarm

N	N	Two-way audio (incorporates microphone and speaker) MicroSD slot DC 5V 

N	N	Reset button

WIFI IP CAMERA 2MP IR 10M FOR INDOOR USE

VESTA-292
VESTA-292

binnen

N	N	VESTA compact 2MP WiFi IP camera with infrared illumination 10m for indoor

N	N	H.265 and H.264+ format

N	N	1080P30IPS digital resolution

N	N	3.6mm fixed optics (93°)

N	N	AWB, AGC, BLC, digital WDR, 3D-DNR, videosensor

N	N	Two-way audio (built-in microphone and speaker)

N	N	MicroSD slot, 5V DC

N	N	Reset/WPS button

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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ALARM VESTA | V-MAX BUS DEVICES VOOR HYBRIDE SYSTEMENALARM VESTA | MODULES EN UITBREIDINGEN

SUPPORT + CABLE FOR 2G / GSM, 3G AND 4G / LTE

VESTA-276
VESTA-276

N	N	Support + extension cable for VESTA-275 antenna

N	N	Specially designed to work with bands: 2G / GSM, 3G and 4G / LTE

N	N	SMA connector type

N	N	Cable length 2 meters, extendable with extension cables of 4, 7, 14.5 and 

18 meters

N	N	Incorporates 3M adhesive for quick installation

VESTA PROGRAMMABLE OUTPUT MODULE

VESTA-305
WEPC-1

N	N	Provides 4 programmable outputs to the VESTA Hybrid Alarm System

N	N	Plastic casing with tamper protection

VESTA PROGRAMMABLE OUTPUT MODULE

VESTA-340
WEPC-1

binnen

N	N	VESTA output expansion module

N	N	Provides 4 programmable outputs to the VESTA Hybrid Alarm System

V-MAX BUS AND WIFI TOUCHSCREEN 7" VESTA KEYBOARD.

VESTA-354
TSP-BUS

RAADPLEGEN
N	N	V-MAX BUS and WIFI 7" VESTA touchscreen V-MAX BUS keyboard

N	N	2MP camera and talk-listen

N	N	WiFi 802.11b/g/n, 2.4GHz

N	N	Home automation capabilities

N	N	3.7V battery backup

ALARM VESTA
V-MAX BUS DEVICES VOOR HYBRIDE SYSTEMEN

12-ZONE MODULE FOR VESTA HYBRID CONTROL PANELS

VESTA-130
WEZ-12

GR
AD

O3

N	N	Expansion module with 12 additional wired zones for Vesta VESTA-111, 

VESTA-112 and VESTA-113 hybrid control panels

N	N	EN50131 Grade 3 certified

24-ZONE MODULE FOR VESTA HYBRID CONTROL PANELS

VESTA-132
WEZ-24

GR
AD

O3

N	N	Expansion module with 24 additional wired zones for Vesta VESTA-111, 

VESTA-112 and VESTA-113 hybrid control panels

N	N	EN50131 Grade 3 certified

SERIAL WIRED ZONE EXPANSION MODULE

VESTA-224
WEZC-8

GR
AD

O3

N	N	Expansion module with 8 additional wired zones for Vesta VESTA-111, 

VESTA-112 and VESTA-113 hybrid control panels

N	N	Expansion of 8 additional wired zones

N	N	RS-485 connection

N	N	Cover and wall protection against manipulation

N	N	Compatible with the Climax hybrid security alarm system

N	N	Plastic shell

N	N	EN50131 Grade 3 certified

HIGH GAIN ANTENNA FOR 2G / GSM, 3G AND 4G / LTE

VESTA-274
VESTA-274

N	N	High gain and performance antenna, specially designed to work with bands: 

2G / GSM, 3G and 4G / LTE

N	N	MMCX connector type

N	N	2 meter cable length

N	N	Incorporates 3M adhesive for quick installation

N	N	Compatible with VESTA HSGW panels and Paradox communicators

HIGH GAIN ANTENNA FOR 2G / GSM, 3G AND 4G / LTE

VESTA-275
VESTA-275

N	N	High gain and performance antenna, specially designed to work with bands: 

2G / GSM, 3G and 4G / LTE

N	N	SMA connector type

N	N	Compatible with 4, 7, 14.5 and 18 meter extension cables

N	N	Compatible with all VESTA hybrid panels

N	N	Requires VESTA-276 bracket and extender

VOICE EMERGENCY CALL POINT

VESTA-341
VCP-LTE-F1

N	N	VESTA voice emergency call point

N	N	Long range F1 technology

N	N	Excellent two-way voice quality

N	N	It incorporates a 4G LTE module for fast and smooth transmission

N	N	Backup battery

VESTA HYBRID RECEIVER COMPATIBLE WITH THE CLIMAX F1 S...

VESTA-219
HR-8-F1

N	N	Receives signals from learned devices and indicates Alarm / Low Battery / 

Tamper / Supervisory states

N	N	Programmable alarm / fault / tamper output

N	N	Wide compatibility with various medical and safety devices

N	N	It allows to learn up to 10 devices

N	N	Programmable latch / pulse output type

ZIGBEE + ZWAVE VESTA DONGLE

VESTA-239
ZBW-DONGLE

N	N	ZigBee + ZWave VESTA Dongle

ZWAVE VESTA DONGLE

VESTA-240
ZW-DONGLE

N	N	ZWave VESTA Dongle

RADIO TRANSMITTER F1 868MHZ

VESTA-271
TX-OPT-BXS-F1-868

N	N	BUS connection to the detector and radio transmission to the panel (F1)

N	N	The transmitter is installed inside the detector

N	N	Allows sending RF signals via radio to the control panel

N	N	Teach/test button

N	N	Sends alarm and tamper signals

N	N	Transmits periodic supervision signals

N	N	Fully remote detector configuration

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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WIRED INDOOR SIREN

VESTA-362
SR-35-BUS

RAADPLEGEN
N	N	Indoor wired siren of 95dB at 1 meter

N	N	BUS connection

N	N	Remote programming

N	N	Fire and burglary sounds

N	N	Programmable 3/5/10 minutes

N	N	Periodic supervision signals

N	N	Tamper protection

ALARM VESTA
AUTOMATISERINGSAPPARATEN F1

VESTA 1 DIGITAL INPUT / OUTPUT MODULE

VESTA-028
DIO-52-F1

N	N	VESTA 1 digital input / output module

N	N	Integrate wired devices into wireless networks

N	N	NO / NC inputs

N	N	Power: 5V ~ 12V DC

N	N	Backup battery: 3 CR123 batteries or 2 L91 AA batteries

N	N	4.7 year battery life (CR123), 3.5 years (L91)

V-MAX BUS POWER SUPPLY 5A FOR 7AH OR 18AH BATTERIES

VESTA-364
PS-BUS

N	N	V-MAX BUS 5a power supply for 7Ah or 18Ah batteries

N	N	V-MAX bus supervised power supply

N	N	Surface mounted

N	N	IP20

WIEGAND 26 CONTROLLER FOR ANY READER ON THE MARKET

VESTA-344
WGT-1-COMBO

N	N	Wiegand 26 controller for any reader on the market

N	N	Connection to VESTA panels by F1 radio or by V-MAX RS-485 bus to hybrid 

panel

N	N	Allows to add any Wiegand 26 device to a VESTA panel and be managed 

through the platform

N	N	Multitechnology: F1 Radio, V-MAX RS-485 BUSAllows integration with leading 

brands in access control such as: ANVIZ, ZKTECO, VIRDI

PIRCAM V-MAX BUS CURTAIN DETECTOR VESTA FOR OUTDOOR U...

VESTA-357
892EX-BUS

N	N	PIRCAM V-MAX BUS curtain detector VESTA for outdoor use

N	N	Coverage of 12 meters

N	N	Camera: 640x4803ips, 320x2403/6ips

N	N	102° optics, 7 meters IR illumination

N	N	Anti-masking and anti-pet function 25 kg

N	N	Grade 2

V-MAX BUS MAGNETIC CONTACT FOR VESTA.

VESTA-359
DC-23-BUS

N	N	V-MAX BUS magnetic contact for VESTA

N	N	GAP of 28 mm

N	N	Works as universal transmitter

N	N	Tamper tamper

N	N	BUS power supply

N	N	EN50131 Grade 2

MAGNETIC + SHOCK AND VIBRATION DETECTOR V-MAX BUS FOR...

VESTA-360
DCSV-29-BUS

N	N	Magnetic + V-MAX BUS shock and vibration detector for VESTA

N	N	Supervises door opening/closing

N	N	Works on glass, wood and safety boxes

N	N	Tamper tamper

N	N	BUS power supply

N	N	EN50131 certified

VESTA OUTDOOR SIREN 104DB AT 1 METER V-MAX BUS FOR VE...

VESTA-361
BX-32-BUS

N	N	VESTA outdoor siren of 104dB at 1 meter V-MAX BUS for VESTA

N	N	Fire and burglary sounds

N	N	Four levels of siren volume

N	N	Programmable 3/5/10 minutes

N	N	Tamper protection

N	N	Configurable from App/Web installer

PIRCAM VESTA INDOOR BUS DETECTOR (V-MAX BUS).

VESTA-355
892-BUS

N	N	PIRCAM Vesta indoor BUS detector (V-MAX BUS)

N	N	PIR coverage of 12 meters, 90°

N	N	Sensitivity configurable from APP

N	N	Optics 102°, IR illumination of 7 meters

N	N	Anti-masking function

N	N	Anti-pet 20 kg / 50 cm

N	N	EN50131 Grade 2 certified

PIRCAM VESTA GRADE 3 720P DETECTOR VIA BUS (V-MAX BUS...

VESTA-356
892-BUS-EN3-HD

RAADPLEGEN
N	N	PIRCAM Vesta indoor BUS detector (V-MAX BUS)

N	N	PIR coverage of 12 meters, 90°

N	N	Resolution: 720 (HD)

N	N	Sensitivity configurable from APP

N	N	Optics 102°, IR illumination of 7 meters

N	N	Detects anti-masking

N	N	Anti-pet 20 kg / 50 cm

N	N	Certified in grade 3 (EN50131)

PIR DETECTOR V-MAX BUS FOR VESTA

VESTA-358
IR-35-BUS

N	N	PIR detector V-MAX BUS for VESTA

N	N	Coverage 15 meters, 130°

N	N	Anti-pets 45 kg (remote configurable)

N	N	Automatic calibration of the PIR sensor

N	N	Double detection function configurable from Installer App

N	N	2 levels of sensitivity (configurable remotely)

N	N	Efficient rest time between detections

N	N	Optional swivel bracket

N	N	BUS power supply

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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VESTA SWITCH / POWER METER

VESTA-042
PSM-29-ZW

N	N	VESTA switch / power meter

N	N	Allows remote devices to be activated / deactivated through the web or app

N	N	Allows scenes for automation

N	N	It incorporates a power and consumption meter

N	N	Compatible with third-party Z-Wave devices

VESTA PROGRAMMABLE STAGE SWITCH

VESTA-043
WSS-4E-ZW

N	N	VESTA programmable stage switch

N	N	Four stage conditions

N	N	Expand your home automation options

N	N	Bidirectional communication

N	N	It works with 2 3V AA alkaline batteries

N	N	2 year battery life

VESTA UNIVERSAL IR REMOTE CONTROL

VESTA-044
UPIC-5-ZW

N	N	VESTA universal IR remote control

N	N	It allows to control up to five devices at a distance of up to 14 meters

N	N	Unify control of devices

N	N	It works with 2 1.5V lithium batteries

N	N	1 year battery life

ALARM VESTA
Z-WAVE PRODUCTEN

VESTA 3-IN-1 OCCUPANCY / VACANCY MULTISENSOR

VESTA-052
POVS-ZWAVE

N	N	VESTA 3-in-1 Occupancy / Vacancy Multisensor

N	N	Small size detector

N	N	Detect motion using PIR

N	N	360 ° rotation with magnetic base

N	N	Integrated temperature and light sensors

N	N	It works with 1 CR123A 3V lithium battery

N	N	4-year battery life

VESTA TEMPERATURE AND HUMIDITY SENSOR

VESTA-041
RS-23-ZW

N	N	VESTA temperature and humidity sensor

N	N	Send temperature and humidity reports to the control panel every ten minutes

N	N	-10 ° C ~ + 50 ° C, 0 ~ 95 RH

N	N	It works with 2 3V AA alkaline batteries

N	N	2.8 year battery life

LIGHT DETECTOR WITH HUMIDITY AND TEMPERATURE SENSOR V...

VESTA-053
LMHT-1ZW

N	N	Light detector with humidity and temperature sensor VESTA

N	N	Monitoring of visible light sources

N	N	It incorporates a temperature and humidity sensor

N	N	Powered by 1 3V CR123A lithium battery

N	N	2 year battery life

F1 POWER METER / PLUG SWITCH

VESTA-222
PSM-29-F1

N	N	Power meter / plug switch

N	N	Allows you to remotely turn on / off an appliance

N	N	Built-in power meter to measure and generate energy history during the day 

/ week / month

N	N	Allows home automation and security systems to turn appliances on / off 

according to custom times and scenes

N	N	It can be controlled remotely or manually

N	N	Compatible with F1 wireless systems from VESTA

N	N	The LED serves as an indicator of the system status

N	N	BS1363-1 / BS1363-2, EN61058, VDE0620, UL244A, AS / NZS3112, CE / 

FCC compliance

PROGRAMMABLE STAGE SWITCH

VESTA-043N
WSS-4E-F1

binnen

N	N	VESTA programmable stage switch

N	N	Four stage conditions

N	N	Expand home automation options

N	N	It works with 2 AA 1.5V alkaline batteries

N	N	3.5 year battery life

N	N	Compatible with F1 radio

RELAY CONTROLLER

VESTA-206N
PRL-3-F1

N	N	VESTA relay controller

N	N	Automate pool covers, gas and water valves, sprinklers, etc

N	N	SPDT relay output

N	N	It allows integrating relay activation events in other home automation activities

N	N	AC power input

REMOTE CONTROL OF MOTORIZED BLINDS, UP, DOWN, STOP AN...

VESTA-103
SCM-8-F1

N	N	Remote control of motorized blinds, up, down, stop and pause

N	N	Suitable for motorized blinds, window shades, blinds, projection screens, 

awnings, pergolas, garage doors or gates

N	N	Two motor outputs for automatic and remote control

N	N	Two local switches for optional manual control

N	N	Random supervisory signals to verify system integrity

N	N	Zero crossing detection to prevent sparks

N	N	Strain relief clamp to secure cables and provide protection against metal cuts

N	N	Wiring buckle used to manage cables

N	N	Enable smart home security systems according to custom schedules and 

scenes

N	N	Manageable through App and web browser

N	N	Compatible with VESTA F1 systems

N	N	Designed for home automation and security applications

1 VESTA DIGITAL INPUT/OUTPUT MODULE CARD

VESTA-155
DIO-52-F1

N	N	Integrate wired devices into wireless networks

N	N	NO/NC inputs

N	N	Power: 5V ~ 12V DC

N	N	Does not include box

VESTA STATUS INDICATOR

VESTA-216
SSL-F1

N	N	Two-color LED status indicator

N	N	The LED functions as a network indicator

N	N	Communication technology F1

N	N	Regular supervision signals ensure the correct operation of the device

N	N	The function button can be pressed to send supervisory signals or reset the 

device

N	N	Low battery detection

N	N	Easy to install

N	N	CE compliance

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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REMOTE CONTROLLER FOR MOTORIZED BLINDS

VESTA-166
SCM-8ZW

N	N	VESTA remote controller for motorized blinds

N	N	Strain relief clamp secures cables and offers protection against metal cuts

N	N	Zero crossing detection to prevent sparks

N	N	1/2 hp for a wide range of implementations

N	N	IP44 waterproof standard for outdoor use

N	N	Two motor outputs for automatic and remote control

N	N	Two local switches for optional manual control

N	N	Enable smart home security systems to raise / lower blinds according to 

custom schedules and scenes

N	N	It can be managed via an easy-to-use smartphone app and web browser

N	N	Suitable for motorized roller blinds, window shades, blinds, projection screen, 

awning, pergola, garage doors or gates

N	N	Compatible with Z-Wave systems from other manufacturers

N	N	LED indicators

Z-WAVE POWER RELAY SWITCH

VESTA-163
PRS5-ZW

N	N	Z-Wave Power Relay Switch

N	N	Allows you to control lights and appliances remotely

N	N	With built-in terminal leads and splice connectors to prevent short circuits or 

electrocution

N	N	It can function as a Z-Wave repeater (optional)

N	N	Firmware upgrade capability over the air (OTA)

N	N	Extension terminal to connect to an external switch

N	N	LED status indicator

N	N	Flexible installation in ceilings or wall switch boxes

N	N	Enable smart home security systems according to schedules, scenes, and 

timer settings

N	N	Compatible with Z-Wave systems from other manufacturers

N	N	Function button for manual operation

N	N	Suitable for home automation and security applications

Z-WAVE RELAY CONTROLLER

VESTA-140
PRL-8ZW

N	N	Z-Wave relay controller with Z-Wave Plus 500/700 module

N	N	Remotely automate pool covers, gas / water valves or sprinkler systems, etc

N	N	It provides via radio to any device controllable by a SPDT relay

N	N	The function button allows the relay to be manually switched on / off

N	N	Relay contact and dry contact

N	N	IP44 grade

N	N	Double as a Z-Wave repeater

N	N	Antenna for optimal radio performance

N	N	Strain relief clamp to secure cables and provide protection against metal 

cutting

N	N	It allows integrating relay activation events in other home automation activities

N	N	Compatible with Z-Wave systems from other manufacturers

N	N	Ideal for modernizing new or existing homes with limited wiring solutions

N	N	LED status indicator

N	N	OTA firmware upgrade capability

N	N	CE compliance

POWER RELAY SWITCH

VESTA-162
PRS2-ZW

N	N	Power relay switch

N	N	It connects directly to the power cord

N	N	It works as a Z-Wave repeater

N	N	Small and compact profile for flexible installation

N	N	LED status indicator

N	N	Allows relay activation events to be integrated into other home automation 

activities, scenes, or schedules

N	N	Firmware upgrade capability over the air (OTA)

N	N	Extension terminal for connecting an external switch

N	N	Function button for manual operation

N	N	Compatible with Z-Wave systems from other manufacturers

N	N	Suitable for residential and commercial premises

DANALOCK V3 MOTORIZED LOCK FOR EURO PROFILE CYLINDERS

SALTO-005
DCSLAE

N	N	Danalock V3 motorized lock for Euro profile cylinders

N	N	Unlimited number of users per door

N	N	Unlimited number of doors per system

N	N	Unlimited access levels

N	N	Unlimited hours

N	N	The events are automatically sent to the Danalock cloud database

N	N	Smart Bluetooth BLE

N	N	Compatibility with IOS 9 or higher, Android 6.0 or higher

N	N	Zigbee compatible

N	N	Z-Wave regional compatibility: EU, US, AUS-NZ, Japan, Brazil

N	N	Zigbee integrations: Samsung SmartThings

N	N	Z-Wave integrations: Vera Smarter Home control, Amazon Echo, Nest, IFTTT, 

Logitech Harmony, Apple HomeKit

SMART AIR QUALITY DETECTOR (PM2.5 AND CO2) VESTA

VESTA-116
AQS-3ZW

N	N	Smart air quality detector (PM2.5 and CO2) VESTA

N	N	Track home air quality

N	N	Accurate reading of PM2.5 particles, temperature, humidity and CO2 gas

N	N	Automation of other connected devices

N	N	Notifications and personalized alerts

N	N	Historical day / week / month data

N	N	Via radio with signal supervision

N	N	Z-Wave protocol

N	N	868MHz frequency

N	N	Sleek, modern design with multi-color lighting at night

N	N	For inside use only

Z-WAVE SMART THERMOSTAT

VESTA-104
TMST-15ZW

binnen

N	N	Z-Wave smart thermostat

N	N	2 button design for simplified and easy use

N	N	Simple and intuitive programming interface

N	N	Cool mode: activates cooling when the temperature rises above the cooling 

set point (between 11 ° C ~ 32 ° C)

N	N	Heat mode: activates heating when the temperature drops below the heat set 

point (between 9 ° C ~ 30 ° C)

N	N	Remote connectivity allows easy management via PC, smartphone, and 

tablets

N	N	Indoor Air Quality Support - Easy integration for humidification, 

dehumidification and ventilation

N	N	Controls the home heating or cooling system via 3-wire relay terminals

N	N	Regular transmission of temperature signals according to designated intervals

N	N	Ability to control the remote relay via the control panel when remote mode is 

enabled

N	N	Periodic monitoring signals to verify the integrity of the system

N	N	Low battery detection

N	N	Compatible with Z-Wave systems from other manufacturers

RELAY SWITCH FOR POWER METER

VESTA-106
PRM2-ZW

N	N	Relay switch for power meter

N	N	Remotely turn on / off the appliance

N	N	Built-in power meter to measure and report energy consumption history 

during the day / week / month

N	N	It works like a Z-Wave repeater

N	N	Allows relay trigger events to be integrated into other home automation 

activities, scenes, or schedules

N	N	Connects directly to power cord in junction box, or ceiling / wall outlets

N	N	Compatible with Z-Wave systems from other manufacturers

N	N	Regular monitoring signals to verify the integrity of the system

N	N	Suitable for residential and commercial premises
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Z-WAVE VESTA GARAGE DOOR CONTROL

VESTA-220
GDC-3

N	N	Allows you to open or close the garage door remotely

N	N	Tamper protection (with Tilt-GDC3)

N	N	Alarm volume adjustment

N	N	Suitable for residential and commercial premises

N	N	Reports the status of the garage door movement (with Tilt-GDC3)

N	N	The built-in siren provides audible alarm beeps

N	N	Supports SmartStart

N	N	Easy and flexible installation

DIN-RAIL POWER METER SWITCH VESTA

VESTA-259
PSM-DIN2-ZW

binnen

N	N	Maximum load: 1760W, 16A, 110V / 3680W, 16A, 230V

N	N	Can be installed in a power distribution cabinet (DIN rail mountable)

N	N	Automatically turns power circuit breakers on/off

N	N	Measures, monitors and reports electricity consumption

N	N	One input connector and one output connector

N	N	Overheating protection

N	N	Reliable, powerful and accurate

N	N	Compatible with VESTA ALARM.COM panels (VESTA-066) and with third-

party Z-Wave products

DIN-RAIL POWER METER SWITCH VESTA

VESTA-260
PSM-DIN3-ZW

binnen

N	N	Maximum load: 3300W, 30A, 110V / 6900W, 30A, 230V

N	N	Can be installed in a power distribution cabinet (DIN rail mountable)

N	N	Automatically turns power circuit breakers on/off

N	N	Measures, monitors and reports electricity consumption

N	N	One input connector and one output connector

N	N	Overheating protection

N	N	Reliable, powerful and accurate

N	N	Firmware update over the air (OTA)

N	N	Compatible with third-party Z-Wave products

VESTA SMART AIR QUALITY DETECTOR (CO2)

VESTA-172
AQS-2-ZW

N	N	VESTA intelligent air quality (CO2) detector

N	N	Track home air quality

N	N	Accurate reading CO2 

N	N	Automation of other connected devices

N	N	Notifications and personalized alerts

N	N	Historical day / week / month data

N	N	Via radio with signal supervision

N	N	Z-Wave protocol

N	N	868MHz frequency

N	N	Sleek, modern design with multi-color lighting at night

N	N	For inside use only

VESTA Z-WAVE PROTOCOL RELAY CONTROLLER

VESTA-206
PRL-3ZW-AC

N	N	VESTA relay controller

N	N	Z-Wave protocol

N	N	Automate pool covers, gas and water valves, sprinklers, etc

N	N	SPDT relay output

N	N	It allows integrating relay activation events in other home automation activities

N	N	It works as a Z-Wave repeater

VESTA MOTORIZED BLIND CONTROL SWITCH

VESTA-168
SCS-1ZW

N	N	VESTA motorized blind control switch

N	N	Adjust motorized roller blinds remotely and manually

N	N	No wiring for quick and easy installation

N	N	The LED indicator light makes it easy to find in the dark

N	N	Suitable for motorized roller blinds, window shades, indoor / outdoor blinds 

and garage doors

N	N	Compatible with Z-Wave systems from other manufacturers

N	N	For inside use only

N	N	CE compliance

RELAY CONTROLLERS / 3-CHANNEL Z-WAVE RELAY SWITCH.

VESTA-170
PRLM-CH3-ZW

N	N	Relay Controllers / 3-Channel Z-Wave Relay Switch

N	N	Automate home pool covers, gas valves, water valves or sprinkler systems, 

etc

N	N	Provides wireless operation of three separate devices controllable by one 

SPDT relay

N	N	It allows integrating relay activation events in other home automation activities

N	N	It works with a low voltage AC or DC power source

N	N	Firmware upgrade capability over the air (OTA)

N	N	Strain relief clamp for electrical integrity, performance and safety

N	N	LED indicator

N	N	It works as a Z-Wave repeater

N	N	Periodic monitoring signals to check the integrity of the system

N	N	Ideal for modernizing new or existing homes with limited wiring solutions

N	N	Compatible with Z-Wave systems from other manufacturers

Z-WAVE THERMOSTAT

VESTA-171
TRV-1ZW

N	N	Z-Wave thermostat

N	N	Automatic on / off control of the radiator valve according to temperature 

settings

N	N	The LCD screen displays the temperature, time, mode, and alerts

N	N	Antifreeze function when the ambient temperature drops below 5 ° C

N	N	Anticalcification with weekly opening / closing of the radiator valve

N	N	Boost function to temporarily speed up the heating process

N	N	Detect a sudden drop in temperature and adjust the settings accordingly to 

maintain the ideal room temperature

N	N	Easy control knob for manual temperature adjustments

N	N	Friendly interface with 3 buttons

N	N	Lock function available

N	N	Low battery detection

N	N	Periodic supervision signals guarantee the correct functioning of the device

CONTROL OF MOTORIZED BLINDS

VESTA-167
SCM-5ZW

N	N	VESTA motorized blinds control

N	N	Remote control of motorized blinds

N	N	Suitable for motorized roller blinds, window shades, blinds, projection screen, 

awning, pergola, garage doors or gates

N	N	Two motor outputs for automatic and remote control

N	N	Two local switches for optional manual control

N	N	Periodic monitoring signals to check the integrity of the system

N	N	Zero crossing detection to prevent sparks

N	N	With built-in cable terminals and clamps to prevent short circuits or 

electrocution during installation

N	N	Allow smart home security systems to activate or deactivate according to 

custom schedules and scenes

N	N	LED indicators

N	N	Over-the-air firmware upgrade capability

N	N	Compatible with Z-Wave controllers from other manufacturers

N	N	Manageable from smartphone application or web browser

N	N	Designed for home automation and security applications

Z-WAVE RELAY CONTROLLER

VESTA-169
PRL-1ZW-AC

N	N	Z-Wave relay controller

N	N	Automate home pool covers, gas valves, water valves or sprinkler systems, 

etc

N	N	Provides radio operation of any device controllable by a SPDT relay

N	N	It allows integrating relay activation events in other home automation activities

N	N	A relay contact

N	N	A dry contact

N	N	It works with an AC power supply (110V ~ 230V)

N	N	The LED confirms the operation and connectivity of the Z-Wave network

N	N	It works as a Z-Wave repeater

N	N	Easy installation

N	N	CE compliance
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POWER RELAY SWITCH

VESTA-174
PRS2-ZBS

N	N	It connects directly to the power cord

N	N	Controlled by ZigBee for home automation systems

N	N	Wide range of communications

N	N	Extension terminal for connecting an external switch

N	N	Function button for local operation

N	N	Compatible with other manufacturers' ZigBee systems

VESTA MOTORIZED BLINDS REMOTE CONTROLLER

VESTA-178
SCM-8-ZBS

N	N	Strain relief clamp secures cables and offers protection against metal cuts

N	N	Zero crossing detection to prevent sparks

N	N	1/2 hp for a wide range of implementations

N	N	IP44 waterproof standard for outdoor use

N	N	Two motor outputs for automatic and remote control

N	N	Two local switches for optional manual control

N	N	Enable smart home security systems to raise / lower blinds according to 

custom schedules and scenes

N	N	It can be managed via an easy-to-use smartphone app and web browser

N	N	Suitable for motorized roller blinds, window shades, blinds, projection screen, 

awning, pergola, garage doors or gates

N	N	Compatible with ZigBee systems from other manufacturers

ZIGBEE RELAY CONTROLLER

VESTA-181
PRL-1ZBS-AC

N	N	Automate home pool covers, gas valves, water valves or sprinkler systems

N	N	Provides radio operation of any device controllable by a SPDT relay

N	N	It allows integrating relay activation events in other home automation activities

N	N	A relay contact

N	N	A dry contact

N	N	It works with an AC power supply (110V ~ 230V)

N	N	The LED confirms the operation and connectivity of the ZigBee network

N	N	It works as a ZigBee repeater

N	N	CE compliance

SMOKE DETECTOR AND CO VESTA

VESTA-309
SDCO-3-RHTHM-ZW-SC-OTA

binnen

N	N	Combined detector VESTA smoke and CO

N	N	Built-in PIR motion sensor

N	N	Humidity, temperature and thermal detection

N	N	Voice messages in 5 languages

N	N	85dB siren

N	N	AC powered

ALARM VESTA
ZIGBEE DEVICES

ZIGBEE POWER RELAY SWITCH

VESTA-175
PRS5-ZBS

N	N	Allows you to control lights and appliances remotely

N	N	It can function as a ZigBee repeater (optional)

N	N	Firmware upgrade capability over the air (OTA)

N	N	Extension terminal to connect to an external switch

N	N	Flexible installation in ceilings or wall switch boxes

N	N	Enable smart home security systems

N	N	Compatible with ZigBee systems from other manufacturers

N	N	Function button for manual operation

N	N	Suitable for home automation and security applications

RGBW SMART BULB

VESTA-173
RSB-1ZBS

N	N	Allows users to remotely control their lighting

N	N	High definition RGBW (red, green, blue and white) colors with 16 million color 

combinations, from warm white to cool daylight

N	N	Allows the home automation system to dim or turn lights on / off based on 

scenes and schedules

N	N	It uses less energy and lasts longer than the incandescent bulb

N	N	Compatible with ZigBee systems from other manufacturers

CONTROL OF MOTORIZED BLINDS

VESTA-294
SCM-6ZW

binnen

N	N	Control of VESTA motorized blinds

N	N	Remote control of motorized blinds

N	N	Suitable for motorized roller blinds, window shades, blinds, projection screen, 

awning, pergola, garage doors or gates

N	N	Two motor outputs for automatic and remote control

N	N	Periodic monitoring signals to check the integrity of the system

N	N	Zero crossing detection for spark prevention

N	N	With integrated terminal leads to avoid short circuits or electrocution during 

installation

N	N	Allows smart home security systems to be activated or deactivated according 

to custom schedules and scenes

N	N	LED indicators

N	N	Firmware upgrade capability over the air

N	N	Compatible with Z-Wave controllers from other manufacturers

N	N	Manageable from smartphone application or web browser

N	N	Designed for home automation and security applications

N	N	Manual calibration

CONTROL OF MOTORIZED BLINDS FOR DIN RAIL

VESTA-296
SCM-6-DIN2-ZW

binnen

N	N	Control of VESTA motorized blinds for DIN rail

N	N	Remote control of motorized blinds

N	N	Suitable for motorized roller blinds, window shades, blinds, projection screen, 

awning, pergola, garage doors or gates

N	N	Two motor outputs for automatic and remote control

N	N	Periodic monitoring signals to check the integrity of the system

N	N	Zero crossing detection for spark prevention

N	N	With integrated terminal block to avoid short circuits or electrocution during 

installation

N	N	Allows smart home security systems to be activated or deactivated according 

to custom schedules and scenes

N	N	LED indicators

N	N	Firmware upgrade capability over the air

N	N	Compatible with Z-Wave controllers from other manufacturers

N	N	Manageable from smartphone application or web browser

N	N	Designed for home automation and security applications

N	N	Manual calibration

Z-WAVE ENERGY METER

VESTA-268
EMD-1ZW

N	N	VESTA Energy Meter

N	N	Measures, monitors and reports a household's energy consumption from the 

electricity meter

N	N	Counts LED pulses from the household meter and convert them into 

cumulative W and KW/h

N	N	Radio operation

N	N	Lightweight and easy to install

N	N	High stability and sensitivity

N	N	LED status indicator

N	N	Reports collected data to the control panel at regular intervals

N	N	Compatible with third party Z-Wave systems

N	N	Suitable for residential and commercial premises

CLAMP AMMETER FOR ENERGY MEASUREMENT

VESTA-269
CLMT-1ZW

N	N	VESTA clamp meter

N	N	Measures, monitors and reports the energy consumption of an entire 

household or apartment complex

N	N	Lightweight and easy to install in a standard electrical box or switch panel

N	N	Monitors the total amount of electricity used and generates an energy history 

for the day/week/month

N	N	High stability and sensitivity

N	N	LED status indicator

N	N	Over-the-air (OTA) firmware upgrade capability

N	N	Reports collected data to the control panel at regular intervals

N	N	Compatible with third-party Z-Wave systems

N	N	Z-Wave certified product

N	N	Suitable for residential and commercial premises
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ZIGBEE SMART THERMOSTAT

VESTA-189
TMST-2ZBS

N	N	Zigbee smart thermostat

N	N	4 button design for easy use

N	N	Works with any ZigBee connected home system

N	N	Simple and intuitive programming interface

N	N	Remote connectivity enables easy remote management from PCs, 

smartphones, and tablets

N	N	Applications may include the control of gas / oil boiler systems, electric 

heating, and zoning systems with or without dampers

N	N	Temperature Conversion Calculator for Fahrenheit and Celsius

N	N	+ 5 ° C ~ + 30 ° C set point range in 0.1 ° C increments for heating and 

cooling systems

N	N	Indoor Air Quality Support - Easy integration for humidification, 

dehumidification and ventilation

N	N	Temperature alerts will activate if the temperature changes by 2 ° C

N	N	Compatible with 24V heating and cooling systems

N	N	Works with single-stage or multi-stage heating and cooling systems

POWER RELAY CONTROLLER / POWER METER SWITCH

VESTA-190
PRM2-ZBS

N	N	Power Relay Controller / Power Meter Switch

N	N	Built-in power meter to measure and report energy consumption

N	N	Allows devices to be turned on / off remotely

N	N	Easy installation

N	N	Compact design Slim in size

N	N	Controlled by ZigBee for home automation systems

N	N	It can be controlled remotely or manually

N	N	Wide range of communications

N	N	Status indicator LEDs

N	N	Compatible with ZigBee products from other manufacturers

N	N	Extension terminals for connection to external switches

ZIGBEE POWER METER / PLUG SWITCH

VESTA-186
PSM-29ZBS

N	N	Allows you to remotely turn on / off an appliance

N	N	Built-in power meter to measure and generate energy history during the day 

/ week / month

N	N	Allows home automation and security systems to turn appliances on / off 

according to custom times and scenes

N	N	It can be controlled remotely or manually

N	N	Compatible with ZigBee systems from other manufacturers

N	N	The LED serves as an indicator of the system status

N	N	BS1363-1 / BS1363-2, EN61058, VDE0620, UL244A, AS / NZS3112, CE / 

FCC compliance

SMART PROGRAMMABLE STAGE SWITCH

VESTA-187
WSS-4E-ZBS

N	N	Facilitates the use of 4 pre-programmed stage conditions

N	N	Two-way communication

N	N	Compatible with any Zigbee network and device

N	N	The LED indicator light makes it easy to find in the dark

N	N	No wiring required

N	N	Quick and easy installation

N	N	Simple and modern style

N	N	For inside use only

N	N	CE / FCC compliance

WIRELESS INFRARED UNIVERSAL REMOTE CONTROL

VESTA-188
UPIC-5-ZBS

N	N	Remotely control up to five devices

N	N	Works with air conditioners and A / V systems

N	N	LED indicator

N	N	Long duration battery

N	N	Low battery detection

N	N	Wireless for easy installation

N	N	Automatic energy saving mechanism

ZIGBEE TEMPERATURE SENSOR

VESTA-184
RS-23-ZBS

N	N	ZigBee temperature sensor

N	N	Excellent stability with high sensitivity

N	N	Detects temperature from -10 ° C ~ + 50 ° C

N	N	Relative humidity range from 0 to 95

N	N	Reports collected data every 10 minutes or when temperature changes 2 ° C 

and / or humidity changes to 10 relative humidity

N	N	Designed for home automation and security applications

N	N	The elegant and super compact design can be perfectly combined with any 

decoration

N	N	Low battery detection

N	N	Easy switch between Fahrenheit and Celsius

N	N	ZigBee certified product

N	N	The LED serves as an indicator of the system status

N	N	Backlight for operations in dark environments

N	N	Long duration battery

N	N	Waterproof

LIGHT DETECTOR WITH TEMPERATURE AND HUMIDITY SENSOR

VESTA-185
LMHT-1ZBS

N	N	Light detector with temperature and humidity sensor

N	N	Measure and report variations in light intensity regularly

N	N	Detects temperatures from -10 ° C ~ + 50 ° C

N	N	Humidity range from 0 to 100

N	N	Periodic broadcasts at 10 minute intervals or when the temperature changes 

2 ° C, the humidity changes to 10 relative humidity

N	N	Allows home automation and security systems to turn lights and appliances 

on / off according to ambient light levels

N	N	Incorporates infrared and ultraviolet ray blocking capabilities

N	N	Periodic supervision signals guarantee the correct functioning of the device

N	N	It adopts a high power ZigBee module

N	N	Low energy consumption

N	N	Low battery detection

N	N	Easy installation

N	N	Compatible with ZigBee products from other manufacturers

N	N	CE compliance

RELAY CONTROLLERS / ZIGBEE 3-CHANNEL RELAY SWITCH

VESTA-182
PRLM-CH3-AC-ZBS

N	N	ZigBee 3-Channel Relay Controllers / Relay Switch

N	N	Automate home pool covers, gas valves, water valves or sprinkler systems, 

etc

N	N	Provides wireless operation of three separate devices controllable by one 

SPDT relay

N	N	It allows integrating relay activation events in other home automation activities

N	N	It works with a low voltage AC power source

N	N	Firmware upgrade capability over the air (OTA)

N	N	Strain relief clamp for electrical integrity, performance and safety

N	N	LED indicator

N	N	Periodic monitoring signals to check the integrity of the system

N	N	Ideal for modernizing new or existing homes with limited wiring solutions

N	N	Compatible with other manufacturers' ZigBee systems

ZIGBEE THERMOSTAT

VESTA-183
TRV-1ZBS

N	N	ZigBee thermostat

N	N	Automatic on / off control of the radiator valve according to temperature 

settings

N	N	The LCD screen displays the temperature, time, mode, and alerts

N	N	Antifreeze function when the ambient temperature drops below 5 ° C

N	N	Anticalcification with weekly opening / closing of the radiator valve

N	N	Boost function to temporarily speed up the heating process

N	N	Detect a sudden drop in temperature and adjust the settings accordingly to 

maintain the ideal room temperature

N	N	Easy control knob for manual temperature adjustments

N	N	Friendly interface with 3 buttons

N	N	Lock function available

N	N	Low battery detection

N	N	Periodic supervision signals guarantee the correct functioning of the device
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EXTERNAL BATTERY 12V/500AH, 6000W

DEM-16M-BACKUP
DEM-16M-BACKUP

N	N	External battery 12V /500Ah, 6000W for VESTA panels

N	N	Make your VESTA panel autonomous

N	N	Autonomy of 12 months (HSGW panel) or 16 months (BOGP panel)

ALARM VESTA
STEUNEN EN ONDERDELEN

OUTDOOR SWIVEL BRACKET

VESTA-094
PDEIR32000

N	N	Outdoor swivel bracket

N	N	Compatible with VST-862EX outdoor PIR motion sensor camera

N	N	Rotate horizontally to provide optimal coverage (not compatible with pet 

immunity when VST-862EX is tilted)

N	N	Easy to use and install design

WATERPROOF COVER FOR DC-23 MAGNETS

VESTA-127
T11770-2

N	N	Optional cover for VESTA-019 and VESTA-126 magnets

N	N	Waterproof

N	N	Dark brown color

BATTERY COMPOSED OF A PACK OF 6 AA NI-MH BATTERIES.

VESTA-238
802311062W2

N	N	Battery composed of a pack of 6 AA NI-MH batteries

N	N	1100 mAh capacity

RECHARGEABLE NI-MH BACK-UP BATTERY, 750 MAH

VESTA-250
VESTA-250

N	N	Backup battery for VESTA-027 (HWC-1B-F1) and VESTA-224 (WEZC-8)

N	N	Rechargeable AAA Ni-Mh battery pack

N	N	750 mAh

RECHARGEABLE NI-MH BACK-UP BATTERY, 1100 MAH

VESTA-258
VESTA-258

N	N	Backup battery for VESTA-030 (RP-29-F1)

N	N	Rechargeable AA Ni-Mh battery pack

N	N	1100 mAh

CR123A BATTERY AND MOLEX CONNECTOR WITH CABLE

VESTA-290
CS 123 MOLEX

N	N	CR123A battery and molex connector with cable

ALARM VESTA
LORAWAN COMMUNICATIE

LORA  DONGLE

VESTA-343
VESTA-343

N	N	LoRa dongle

N	N	It allows VESTA panels to use the LoRa protocol as an alternative way of 

reporting to the Alarm Receiving Center

N	N	Low power and long range communication

ALARM VESTA
ACCU

EXTERNAL BATTERY 7.5V / 400AH 3000W FOR VESTA PANELS

DEM-7M-BACKUP
DEM-7M-BACKUP

N	N	7.5V / 400ah, 3000W external battery for VESTA panels

N	N	Make your VESTA panel stand-alone with the high-capacity, high-performance 

EXTERNAL battery

N	N	Offers the panel an autonomy of up to 7 months

EXTERNAL BATTERY 6V / 1000AH 6000W FOR VESTA PANELS

DEM-14M-BACKUP
DEM-14M-BACKUP

N	N	6V / 1000Ah, 6000W external battery for VESTA panels

N	N	Make your VESTA panel stand-alone with the high-capacity, high-performance 

EXTERNAL battery

N	N	Offers the panel an autonomy of up to 14 months

RELAY CONTROLLER

VESTA-191
PRL-8ZBS

N	N	Remotely automate pool covers, gas / water valves or sprinkler systems, etc

N	N	It provides via radio to any device controllable by a SPDT relay

N	N	The function button allows the relay to be manually switched on / off

N	N	One set of relay contact and one set of dry contact

N	N	OTA firmware upgrade capability

N	N	Strain relief clamp secures cables and provides protection against metal cuts

N	N	Wiring buckle used to manage cables

N	N	It allows integrating relay activation events in other home automation activities

N	N	Compatible with ZigBee systems from other manufacturers

N	N	Ideal for modernizing new or existing homes with limited wiring solutions

VESTA MOTORIZED BLIND CONTROL SWITCH

VESTA-180
SCS-1ZBS

N	N	Adjust motorized roller blinds remotely and manually

N	N	No wiring for quick and easy installation

N	N	Suitable for motorized roller blinds, window shades, indoor / outdoor blinds 

and garage doors

N	N	Compatible with ZigBee systems from other manufacturers

N	N	Requires roller shutter control (SCM-1ZBS)

VESTA MOTORIZED BLIND CONTROL

VESTA-295
SCM-6ZBS

N	N	Remote control of motorized blinds

N	N	Suitable for motorized roller blinds, window shades, blinds, projection screen, 

awning, pergola, garage doors or gates

N	N	Two motor outputs for automatic and remote control

N	N	Zero crossing detection for spark prevention

N	N	Allows smart home security systems to be activated or deactivated according 

to custom schedules and scenes

N	N	Firmware upgrade capability over the air

N	N	Manageable from smartphone application or web browser

N	N	Designed for home automation and security applications

N	N	Manual calibration
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BLUE SPARE PILOT LIGHT FOR VESTA BX-32 SIRENS

VESTA-234
VESTA-234

N	N	Blue spare pilot light for VESTA BX-32 sirens

ORANGE SPARE PILOT FOR VESTA BX-32 SIRENS

VESTA-236
VESTA-236

N	N	Piloto naranja de recambio para sirenas BX-32 de VESTA

WHITE REPLACEMENT HOUSING FOR BX-32 SIRENS FROM VESTA

VESTA-235
VESTA-235

N	N	White replacement housing for BX-32 sirens from VESTA

TRIANGULAR CORNER MOUNT BRACKET FOR VESTA DETECTORS

VESTA-228
VESTA-228

N	N	Triangular Corner Mount Bracket for VESTA Detectors

BLUE SPARE LIGHT FOR VESTA BX-23 SIRENS

VESTA-230
VESTA-230

N	N	Blue spare light for VESTA BX-23 sirens

ORANGE SPARE PILOT FOR VESTA BX-23 SIRENS

VESTA-232
VESTA-232

N	N	Orange spare pilot for VESTA BX-23 sirens

REPLACEMENT WHITE HOUSING FOR VESTA BX-23 SIRENS

VESTA-231
VESTA-231

N	N	Replacement white housing for VESTA BX-23 sirens

RED SPARE LIGHT FOR VESTA BX-32 SIRENS

VESTA-233
VESTA-233

N	N	Red spare light for VESTA BX-32 sirens

SWIVEL BRACKET VESTA

VESTA-213
ROTATING BRACKET C

N	N	Swivel bracket VESTA

N	N	For the VESTA-210 detector

N	N	Rotating angle: 30 ° vertical

VESTA DEMO KIT CASE EMPTY

VESTA-161
EMPTY DEMO CASE

N	N	VESTA demo kit briefcase b empty /b

N	N	Empty case corresponding to the VESTA-215 kit

It has space to locate :

	→ 1X HSGW-G4: Central IP Ethernet + 4G security for the home of 160 zones 

via radio

	→ 1X VESTA-012 (KPT-39N-F1): Keypad with proximity reader

	→ 1X VESTA-025 (TSP-3): 7 "touch radio keypad

	→ 1X VESTA-109 (VDP-3): Video intercom with 2MP camera and bidirectional 

audio

	→ 1X VESTA-024 (VST-862EX-F1): Detector PIR cam via radio outside

	→ 1X VESTA-008 (VST-862-F1): PIRCAM detector via radio

	→ 1X VESTA-009 (IR-29SL-F1): PIR detector via radio

	→ 1X VESTA-013 (MDC-3- F1): Magnetic contact via radio

	→ 1X VESTA-106 (PRM2-ZW): Relay switch for power meter

	→ 1X VESTA-042 (PSM-29-ZW): Switch for remote activation / deactivation of 

devices with power meter 

	→ 1X VESTA-043 (WSS-4E-ZW): Programmable stage switch

RED SPARE LIGHT FOR VESTA BX-23 SIRENS

VESTA-229
VESTA-229

N	N	Red spare light for VESTA BX-23 sirens

WATERPROOF COVER FOR DC-23 MAGNETS

VESTA-129
T11770

N	N	Optional cover for VESTA-019 and VESTA-126 magnets

N	N	Waterproof

N	N	White color

WATERPROOF COVER FOR DC-23 MAGNETS

VESTA-128
T11770-1

N	N	Optional cover for VESTA-019 and VESTA-126 magnets

N	N	Waterproof

N	N	Gray

VESTA PRODUCT POS DISPLAY (DOES NOT INCLUDE PRODUCTS)...

VESTA-198NL
VESTA-198NL

N	N	Vesta product POS display (does not include products)

N	N	Ideal for points of sale

N	N	Products are not included

N	N	Images of the products in real size, which allows to fix the products physically

N	N	Dimensions: 1250 (W) x 1750 (H) mm

SWIVEL BRACKET VESTA

VESTA-212
ROTATING BRACKET A

N	N	Swivel bracket VESTA

N	N	For VESTA-096, VESTA-007, VESTA-008, VESTA-211 detectors

N	N	Rotating angles: 80 ° horizontal and 70 ° vertical
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VESTA SMART CARE MX MEDICAL ALARM SOLUTION

VESTA-071
MX-8

MÓDULO

LT
E4G MHZ

869

N	N	RF and DECT module

N	N	Communication: IP (Ethernet), 4G, 3G, LTE

N	N	Communication protocols with the Supervision Centers: Contact ID, SIA, Social

N	N	Attention Alarm Internet Protocol (SCAIP)

N	N	Alarm reports through 4G / 3G / LTE

N	N	Voice prompt function

N	N	Integration of up to 40 sensors / devices

N	N	24/7 environmental emergency monitoring

N	N	Full help / nurse arrival function

N	N	It works as an intrusion alarm

N	N	Certifications: EN50134 Class II

VESTA MOBILE MATES R15 BASE 5 SMART CARE SYSTEM

VESTA-073
MOBILE MATES-R15-BASE 5

GPS

MÓDULO

LT
E4G 868mhz

F1

N	N	Emergency reports through LTE

N	N	Built-in high sensitivity microphone and powerful 3W speaker

N	N	RF device integration

N	N	Voice messages

N	N	Remote firmware update

N	N	GPS and WiFi location technologies

N	N	Fall detection

VESTA MOBILE MATES R15 BASE 8 SMART CARE SYSTEM

VESTA-074
MOBILE MATES-R15+BASE-8-LTE

GPS 968mhz

F1

N	N	Emergency reports through LTE

N	N	Communication: IP (Ethernet), RF, Bluetooth

N	N	Built-in high sensitivity microphone and powerful 3W speaker

N	N	Voicemail

N	N	Home automation capacity

N	N	Remote firmware update

N	N	GPS and WiFi location technologies

N	N	Fall detection

MEDISCH ALARM VESTA
CENTRALE

VESTA SMART CARE MEDICAL ALARM SOLUTION

VESTA-069
GX-3-CAT1

MÓDULO

LT
E4G 869mhz

F1

N	N	Communication Path Options: IP (Ethernet), LTE/3G/2G

N	N	Built-in Module: RF

N	N	Protocol Module options: Zigbee, Bluetooth

N	N	Support external antenna capability

N	N	Support multiple Communication protocols with Monitoring Centers for alarm 

reporting

N	N	Voice over Internet Protocol (VoIP) capabilities

N	N	24/7 Environment Emergency Monitoring

N	N	Compatible with Bluetooth Low Energy (BLE) medical devices

N	N	Supports Pivotell ® ‘Advance Pill Dispenser integration

N	N	ZigBee compatible home automation capabilities

N	N	Compatible with Google Home and Amazon Alexa voice control: Voice 

Prompt feature alerts the user upon designated events and status

N	N	Powerful speaker for clear two-way hands free voice communication with 

noise cancellation

N	N	Multi-party emergency intercom system capability

N	N	User-friendly three button design with programmable multi-functional yellow button

N	N	Supports multiple programming methods

N	N	Automatic check-in reports

N	N	Remote firmware update capabilities

VESTA SMART CARE MEDICAL ALARM SOLUTION

VESTA-070
GX-1-CUBIC2-EX-ZB

MÓDULO

LT
E4G 869mhz

F1

N	N	Vesta Smart Care medical alarm solution

N	N	RF module

N	N	Frequencies: RF: F1 869MHz / F1 433MHz / F1 919MHz

N	N	Zigbee protocol

N	N	Smart home automation

N	N	Speech recognition

N	N	Location tracking

N	N	Pivotell® Advance automatic pill dispenser

N	N	Voice over Internet Protocol (VoIP)

N	N	Visual supervision and verification

N	N	Inactive security monitoring

N	N	Color lighting function

N	N	Winner of the German INNOvation Award of Excellence 2019

DEMO CARTRIDGE FOR SMOKE GENERATOR VESTA-156

VESTA-266
CARTUCCIA DEMO

N	N	Demonstration cartridge for smoke generator VESTA-156

N	N	Reduced smoke load

N	N	Saturates very small rooms

N	N	A useful tool for practical demonstration of the product to the pre-sales 

customer

N	N	Complete with battery and activator for protected ignition for technical testing

TEST CARTRIDGE FOR SMOKE GENERATOR VESTA-156

VESTA-267
CARTUCCIA COLLAUDO

N	N	Test cartridge for smoke generator VESTA-156

N	N	Reduced smoke load

N	N	Saturates very small environments

N	N	Useful tool for practical demonstration to the end customer of system 

operation without the need to use a fully charged cartridge

N	N	Intended for technical testing

ADDITIONAL PROBE CABLE

VESTA-300
WSC-120-E

N	N	Additional probe cable compatible with flood detector VESTA-026 (WLS-

23-F1)

N	N	Length 120 cm

N	N	Detection of water leaks through the entire length of the cable

TRIANGULAR CORNER MOUNT BRACKET FOR VESTA DETECTORS

VESTA-227
VESTA-227

N	N	Triangular Corner Mount Bracket for VESTA Detectors

REPLACEMENT VESTA VISOR HOLDER FOR VST-862EX-F1

VESTA-226
862 EX BRACKET

N	N	Replacement VESTA visor holder for VST-862EX-F1

VISOR + 4 ANGLE BRACKETS FOR VESTA VDP-3 VIDEO DOOR E...

VESTA-247
TBC

Set consisting of visor and 4 angle brackets for VESTA VDP-3 video door 

entry system

N	N	Allows the VESTA-109 (VDP-3) video door entry system to be installed at up 

to seven different angles

N	N	Installation flexibility

REPLACEMENT CARTRIDGE FOR SMOKE GENERATOR VESTA-156

VESTA-265
CARTUCCIA CON UGELLO

N	N	Fully charged replacement cartridge for smoke generator VESTA-156

N	N	Saturation capacity about 100/130 cubic metres

N	N	Delivery time 25 seconds
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SENSOREN

USER DROP SENSOR IN VESTA COLLAR FORMAT

VESTA-080
FALL SENSOR

MHZ
433

MHZ
868

MHZ
869

N	N	User drop sensor in VESTA collar format

N	N	Activates the alarm call when a fall is detected

N	N	Manual activation by pressing the button

N	N	Periodic monitoring signals to verify the integrity of the system

N	N	LED indicator

N	N	Used as a neck pendant

N	N	Low battery detection

N	N	High stability and sensitivity

N	N	IP67 waterproof and dustproof standard

VESTA FALL SENSOR IN COLLAR FORMAT

VESTA-194
FALL SENSOR-3-F1B

MHZ
869

N	N	VESTA fall sensor in collar format

N	N	Activates the alarm call when a fall is detected

N	N	IP67 waterproof protection for use in shower or bath

N	N	Manual activation by pressing button

N	N	Periodic monitoring signals to check the integrity of the system

N	N	Programmable sensitivity levels

N	N	Used as a pendant for the neck

N	N	Replaceable battery

N	N	Low battery detection

N	N	High stability and sensitivity

VESTA SMART CARE MEDICAL ALARM SOLUTION

VESTA-320
GX1-DT-35B-4G-F1868-ZW

MÓDULO

LT
E4G 868mhz

F1

N	N	VESTA Smart Care Medical Alarm Gateway

N	N	IP communication, 4G LTE, RF (868 MHz) and Z-Wave

N	N	Smart home automation

N	N	Speech recognition

N	N	Location tracking

N	N	Compatible with Pivotell® Advance dispenser

N	N	Voice over Internet Protocol (VoIP)

N	N	Security monitoring for inactivity

N	N	Voice control

VESTA SMART CARE SYSTEM

VESTA-319
MOBILE MATES-R18 SLIM-BASE 15

RAADPLEGEN

GPS

MÓDULO

LT
E4G MHZ

869

N	N	VESTA Mobile Mates Care System

N	N	GPS location technologies

N	N	Fall detection

N	N	Integration of RF devices

N	N	Emergency reports via LTE

N	N	3W microphone and speaker

N	N	Slot for easy-to-use GPS tracker

VESTA SMART CARE SYSTEM

VESTA-322
MOBILE MATES-R18 SLIM-BASE 18-LTE

RAADPLEGEN

GPS

MÓDULO

LT
E4G MHZ

869

N	N	VESTA Mobile Mates Care System

N	N	GPS and WiFi location technologies

N	N	Z-Wave protocol

N	N	Fall detection

N	N	Integration of RF devices

N	N	Emergency reports via LTE

N	N	3W microphone and speaker

N	N	Slot for easy-to-use GPS tracker

VESTA MEDICAL ALARM GATEWAY

VESTA-315
GX-MAX5-DT35B

MÓDULO

LT
E4G 869mhz

F1

N	N	VESTA Medical Alarm Gateway

N	N	IP communication with integrated LTE, RF, DECT

N	N	Bluetooth/ZigBee/Z-Wave (one of three options)

N	N	Location tracking

N	N	WiFi access point

N	N	Voice control

N	N	Compatible with Pivotell® Advance pill dispenser

SMART CARE GX MEDICAL ALARM SOLUTION

VESTA-317
GX-MAX1

MÓDULO

LT
E4G 869mhz

F1

N	N	Smart Care GX medical alarm solution

N	N	IP communication with integrated LTE and RF

N	N	Bluetooth/ZigBee/Z-Wave (one of three options)

N	N	Location tracking

N	N	Wi-Fi Compatible Voice control

N	N	Compatible with Pivotell® Advance pill dispenser

SMART CARE GX MEDICAL ALARM SOLUTION

VESTA-318
GX-MAX5

MÓDULO

LT
E4G 869mhz

F1

N	N	Smart Care GX medical alarm solution

N	N	IP communication with integrated LTE, RF and DECT

N	N	Bluetooth/ZigBee/Z-Wave (one of three options)

N	N	Location tracking

N	N	Wi-Fi Compatible Voice control

N	N	Compatible with Pivotell® Advance pill dispenser

LTE MEDICAL ALARM SYSTEM

VESTA-192
CTC-1052-QT-DT35A

MÓDULO
LT

E4G 869mhz

F1

N	N	LTE medical alarm panel

N	N	VoLTE (voice over LTE)

N	N	Remote programming and local programming software

N	N	Compatible with ATT / Verizon / T-Mobile

N	N	Voice messages update via OTA

N	N	Voice prompts: learning sensor instructions, emergency events, on / inactivity 

timer status

N	N	Compatible with medicine dispenser

N	N	Alarm reports via GPRS, SMS or voice

N	N	Two-way hands-free voice communication

N	N	Integrate multiple devices / sensors: wrist transmitter, emergency pendant, 

drop sensor, PIR motion sensor, panic button, smoke detector, water leak 

sensor and CO sensors, etc

N	N	Test button for easy access to activation test report

N	N	Long-range communication range

N	N	Silent emergency call

N	N	Supervision of emergency pendants

N	N	Mobility verification, automatic registration report, confirmation of "help 

received", bug report

N	N	Battery backup in case of power failure

LOCALIZADOR PERSONAL 4G/LTE

VESTA-193
MOBILE LITE- R3-QT

N	N	4G/LTE personal locator

N	N	Portable locator for protection both indoors and outdoors

N	N	Built-in fall detection

N	N	Long duration battery

N	N	Wide range of full-duplex two-way voice communication

N	N	Remote programming

N	N	Improved location accuracy with GPS and Wi-Fi technologies

N	N	Integration of emergency pendants / wrist transmitters

N	N	Remote firmware update

N	N	Geofence alerts can be generated when the user leaves a defined secure 

area

N	N	Automatic registration report

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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STYLIZED VESTA PENDANT

VESTA-079
JLPD-F1

MHZ
433

MHZ
868

MHZ
869

N	N	Stylized VESTA pendant

N	N	Simulated burgundy red jewel as an emergency button

N	N	Long-lasting battery

N	N	Wide RF range (depends on frequency)

N	N	Reliable signal transmission

N	N	IP68 waterproof and dustproof standard

VESTA EMERGENCY VOICE COMMUNICATOR / PENDANT NECKLACE

VESTA-081
WTRVS-15-FS

MHZ
433

MHZ
869

N	N	VESTA emergency voice communicator / pendant necklace

N	N	Generates an alarm call when a fall is detected

N	N	The built-in microphone and speaker allow you to speak to the Central Station

N	N	Post alarm voice tracking after an emergency call

N	N	Panel power saving function

N	N	Compact and easy to use

N	N	Used as a pendant

N	N	Compatible with VESTA medical alarm panels

N	N	IP67 waterproof and dustproof standard

VESTA RECEIVER AND TRANSMITTER / DOOR CONTACT FOR WAN...

VESTA-082
WADC-1

MHZ
433

MHZ
869

N	N	VESTA receiver and transmitter / door contact for wander prevention

N	N	Monitors the opening / closing of doors and detects movements around them

N	N	Compact design

N	N	Adjustable sensitivity levels

N	N	Easy and flexible installation

N	N	To install on the door frame

N	N	3 x 1.5 meter coverage pattern for each zone

N	N	Ideal for protecting doors and hallways

VESTA BLUETOOTH EMERGENCY BUTTON

VESTA-325
BL-3

N	N	VESTA emergency button

N	N	Send alerts and GPS location to the App via Bluetooth

N	N	Change from necklace to bracelet with one click

N	N	LED indicator

N	N	IPX7 protection

MEDISCH ALARM VESTA
ACCESSOIRES

VESTA WRIST TRANSMITTER AND PENDANT WITH EMERGENCY BU...

VESTA-075
WTRZ

MHZ
433

MHZ
868

MHZ
869

N	N	VESTA wrist transmitter and pendant with emergency button

N	N	Cover suitable for the disabled

N	N	The button allows for easier accessibility by requiring light pressure of the 

emergency pendant against a wall, floor, table, or chair

N	N	Additional useful support for the elderly, disabled or children

N	N	Versatile, easy to use and interchangeable

N	N	Durable, fully waterproof and lightweight

PENDANT / BRACELET WITH PANIC AND EMERGENCY ALARM BUT...

VESTA-078
WTRS2

MHZ
433

MHZ
868

MHZ
869

N	N	Pendant / Bracelet with panic and emergency alarm button from VESTA

N	N	One-click bracelet / necklace switch

N	N	Wireless, compact and lightweight

N	N	LED indicator

N	N	Minimum energy consumption

N	N	Low battery detection

N	N	IP68 waterproof and dustproof standard

VESTA FALL SENSOR

VESTA-323
FALL SENSOR-3-F1

869mhz

F1

N	N	VESTA fall sensor in pendant format

N	N	F1 compatible

N	N	Activation by fall detection or by button

N	N	Programmable sensitivity

N	N	IP67 protection

VESTA EMERGENCY BUTTON

VESTA-324
WTRSC-1

869mhz

F1

N	N	VESTA emergency button

N	N	It can be worn as a pendant or bracelet

N	N	Change from necklace to bracelet with one click

N	N	LED indicator

N	N	IPX7 protection

VESTA PORTABLE PERSONAL EMERGENCY SYSTEM

VESTA-316
MOBILE LITE-R29

GPS MHZ
869

N	N	VESTA GPS locator with fall detection function and RF technology

N	N	4G/LTE and Wi-Fi technology

N	N	Two-way talk-listen

N	N	Emergency button

N	N	It can be worn as a pendant or attached to a belt

N	N	IP55 protection

VESTA FALL SENSOR

VESTA-281
MMWAVE FALL SENSOR

N	N	VESTA fall sensor

N	N	It allows to detect falls with high precision without the need for contact with 

the person being supervised

N	N	It incorporates algorithms and patterns of falls to improve its detection in 

different environments

N	N	Radar-based presence detection algorithm

N	N	Fall detection in the dark

N	N	Immunity to pets and light changes

N	N	Support for detection range of up to 5 x 5 meters

N	N	Accurate fall detection capability

N	N	Non-portable detection system

N	N	Pet immunity function

N	N	Corner mounted

N	N	Low battery detection

N	N	IPX4 waterproof protection

N	N	Infrared lens to save energy

N	N	LED indicator

N	N	Supervisory signal support

VESTA PORTABLE PERSONAL EMERGENCY SYSTEM

VESTA-338
MOBILE LITE-R23

GPS

MÓDULO

LT
E4G MHZ

869

N	N	VESTA portable personal emergency system

N	N	4G/LTE locator with a very thin and light design

N	N	GPS and Wi-Fi technology

N	N	Two-way talk-listen

N	N	Step count

N	N	Fall detection

N	N	Emergency button

N	N	It can be worn as a pendant or attached to a belt

N	N	IP67 protection

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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VESTA COLLAR WITH VOICE RANGE AND POWER SAVING FUNCTI...

VESTA-089
WTRVS-15

869mhz

F1

N	N	VESTA collar with voice range and power saving function

N	N	The microphone and speaker inside allow users to talk to the central 

monitoring station as if it were a telephone

N	N	Voice tracking immediately after the alarm after an emergency call

N	N	Degree of protection IP67

N	N	Energy saving function for the panel

N	N	Compact and easy to use

N	N	It is worn around the neck as a pendant

N	N	Compatible with VESTA medical alarm panels

PATIENT AMBULATION SYSTEM RECEIVER

VESTA-195
PWSR-P2

MHZ
869

N	N	Patient ambulation system receiver

N	N	Solution to protect residents and patients who require supervision

N	N	24/7 supervision

N	N	Two antennas connected via telephone cables

N	N	Alarm in case a patient or resident wanders in places that are potentially 

unsafe for them

PANIC AND EMERGENCY ALARM PENDANT

VESTA-196
GPT-3-FS

N	N	Panic and emergency alarm pendant

N	N	Alert when resident moves out of pre-set location

N	N	Emergency panic alarm button

N	N	Built-in accelerometer for movement

N	N	IP45 waterproof protection

N	N	Via radio, small and light

N	N	Used as a necklace pendant

N	N	Periodic monitoring signals to check the integrity of the system

N	N	LED indicator

PANIC AND EMERGENCY ALARM WRIST / PENDANT TRANSMITTER

VESTA-197
GPT3-WTRSB

MHZ
869

N	N	Panic and Emergency Alarm Wrist / Pendant Transmitter

N	N	Alert when resident moves out of pre-set location

N	N	Emergency panic alarm button

N	N	It is used as a necklace or doll pendant

N	N	IP67 waterproof protection

N	N	Via radio, small and light

N	N	Powered by a replaceable battery

N	N	Periodic monitoring signals to check the integrity of the system

N	N	LED indicator

STYLISH PERSONAL EMERGENCY WATCH

VESTA-090
CW-1F

MHZ
868

MHZ
869

N	N	Stylish personal emergency watch

N	N	Alerts by pressing the button

N	N	Reliable signal transmission

N	N	Low battery detection and supervision

N	N	Multiple bracelet options

N	N	Comfortable design

N	N	Ladies model

STYLISH PERSONAL EMERGENCY WATCH

VESTA-091
CW-1M

MHZ
868

MHZ
869

N	N	Stylish personal emergency watch

N	N	Alerts by pressing the button

N	N	Reliable signal transmission

N	N	Low battery detection and supervision

N	N	Multiple bracelet options

N	N	Comfortable design

N	N	Men's model

EMERGENCY VOICE EXTENDER VIA DECT

VESTA-092
VRCP-DECT

N	N	Emergency voice extender via DECT

N	N	Voice recognition to trigger emergency calls using preset voice commands or 

keywords

N	N	Voice messages in English

N	N	One-button design to request help

N	N	Provide high-clarity, hands-free, two-way communication via VESTA-072 

(EZ-1 DECT)

N	N	Excellent voice quality and long range

N	N	Built-in microphone and speaker

N	N	Automatically answer the incoming call without pressing the button

N	N	Large alarm button for easy identification

N	N	Placement on the wall or desktop

N	N	Ideal for multi-story houses and large premises

EZ-1 DECT MODULE, COMPATIBLE WITH CLIMAX MX SERIES ME...

VESTA-072
EZ-1 DECT

N	N	EZ-1 DECT module, compatible with Climax MX series medical alarm panels 

to incorporate DECT devices such as voice extenders or talking pendants

N	N	DECT device integration

N	N	Easy installation

N	N	Compatible with the Climax MX series

N	N	Frequency 1800-1900 Mhz

N	N	GFSK modulation

WHITE COVER KIT FOR VESTA-075 (WRTZ)

VESTA-076
VESTA-076

N	N	White Cover Kit for VESTA-075 (WRTZ)

BLUE COVER KIT FOR VESTA-075 (WRTZ)

VESTA-077
VESTA-077

N	N	Blue cover kit for VESTA-075 (WRTZ)

VESTA EMERGENCY CORD

VESTA-093
PCU-3

MHZ
869

N	N	Wall or ceiling mounting

N	N	Low battery consumption

N	N	It requires little maintenance

N	N	24-hour monitoring broadcast

N	N	Low battery detection

N	N	Via radio for easy installation
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ACCESSOIRES
VOEDING

AC POWER SUPPLY FOR VESTA SIREN

VESTA-337
VESTA-337

N	N	Power adapter for Siren VESTA-207N (BX-23B-AC)

ACCESSOIRES
ACCU'S EN BATTERIJEN

RECHARGEABLE 7.2V / 4500MAH NI-MH BATTERY FOR VESTA H...

VESTA-214
VESTA-214

N	N	7.2V / 4500mAh rechargeable Ni-MH battery

N	N	For Vesta hybrid power plants, references VESTA-111-NIMH, VESTA-112-

NIMH and VESTA-113-NIMH

ALKALINE BATTERY LR20 TYPE D

DEM-331
DEM-331

N	N	LR20 alkaline battery type D for VESTA-067 and VESTA-068

Exclusieve verkoop aan professionals. Prijzen zijn bruto excl. BTW, prijzen zijn onderhevig aan variaties zonder voorafgaande 
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SIM KAART 
MANAGEMENT 
PLATFORM 
simalarm.eu

SIM ALARM is een eenvoudig en intuïtieve platform op 
de markt, waarmee u de registratie en beheer van uw 

kaarten voor uw beveiligings- en CCTV apparatuur kunt 
beheren

•	Beveiliging (Private APN en VPN)

•	Statisch IP adres

•	Professionele M2M SIM

•	Flexibele tarieven

•	Databundels van 1MB tot 500GB

•	Geen restricties/reclames

•	Wereldwijde roaming (OME, NOS, Vodafone, Movistar en Orange)

•	Korting op de adviesprijzen

•	Tot 10% aan loyalty korting

•	Kaartbeheer: activering en deactivering van simkaarten, beëindigen van abonnementen

•	Beheer van bundel

Kenmerken

Voordelen voor de installateur/ sub-distributeur



bydemes.com

BENELUX KANTOOR
Ramgatseweg 11D 4941VN
Raamsdonksveer (NL)
Tel.: +31 (0)85-4894441
nederland@bydemes.com

Gedistribueerd door:

vestasecurity.eu/nl
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